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CONSTRUCT SHADE STRUCTURE

THE MAGNITUDE OF CONSTRUCTION IS BETWEEN $100,000 AND $250,000.  

A SITE VISIT IS SCHEDULED FOR SEPTEMBER 8, 2004 AT 7:30AM IN BLDG 2100, CONTRACTING CONFERENCE ROOM.  DRAWINGS WILL BE

 PROVIDED AT THE SITE VISIT.

BARBARA V BYAM

928-328-6287

NOTE: In sealed bid solicitations "offer" and "offeror" mean "bid" and "bidder".

10. THE GOVERNMENT REQUIRES PERFORMANCE OF THE WORK DESCRIBED IN THESE DOCUMENTS

NEGOTIATED

25-Aug-2004

(RFP)

(IFB)

X

CALL:

B. TELEPHONE NO.

(Include area code)     (NO COLLECT CALLS)

See Item 7

2. TYPE OF SOLICITATION

SEALED BID

3. DATE ISSUED

9. FOR INFORMATION

A. NAME

SOLICITATION

NSN 7540-01-155-3212

1442-101

STANDARD FORM 1442

(REV. 4-85)

Prescribed by GSA

FAR (48 CFR) 53.236-1(e)

11. The Contractor shall begin performance within _______

10

calendar days and complete it within ________

120

calendar days after receiving

award,

X

notice

to proceed.

This performance period is

mandatory,

X

negotiable.

(See _________________________

12 A. THE CONTRACTOR MUST FURNISH ANY REQUIRED PERFORMANCE AND PAYMENT BONDS?

(If "YES," indicate within how many calendar days after award in Item 12B.)

X

YES

NO

13. ADDITIONAL SOLICITATION REQUIREMENTS:

A.  Sealed offers in original and __________

1

copies to perform the work required are due at the place specified in Item 8 by ___________  

local time ______________

16 Sep 2004

(date).

If this is a sealed bid solicitation, offers must be publicly opened at that time.

shall be marked to show the offeror's name and address, the solicitation number, and the date and time offers are due.

B.  An offer guarantee

X

is,

is not

required.

C.  All offers are subject to the (1) work requirements, and (2) other provisions and clauses incorporated in the solicitation in full text or by reference.

D.  Offers providing less than _______

120

calendar days for Government acceptance after the date offers are due will not be considered and will be rejected.

SOLICITATION, OFFER, 

AND AWARD

(Construction, Alteration, or Repair)

1. SOLICITATION NO.

IMPORTANT - The "offer" section on the reverse must be fully completed by offeror.

4. CONTRACT NO.

7. ISSUED BY

CODE

ARMY CONTRACTING AGENCY - SR - YUMA

SFCA-SR-YM, B-2100, R-8

301 C STREET

YUMA AZ 85365-9498

W9124R

PAGE OF PAGES

1 OF

55

CODE

(Title, identifying no., date):

.)

12B. CALENDAR DAYS

10

04:00 PM

(hour)

Sealed envelopes containing offers 

5. REQUISITION/PURCHASE REQUEST NO.

6. PROJECT NO.

8. ADDRESS OFFER TO

(If Other Than Item 7)

928-328-6849

FAX:

TEL:

928-328-6285

TEL:

FAX:

W9124R-04-R-0028


[image: image2.wmf]20B. SIGNATURE

(REV. 4-85)

STANDARD FORM 1442 BACK

TO SIGN

NSN 7540-01-155-3212

SOLICITATION, OFFER, AND AWARD  (Continued)

(Construction, Alteration, or Repair)

CODE

FACILITY CODE

17. The offeror agrees to perform the work required at the prices specified below in strict accordance with the terms of this solicitation, if this offer is

accepted by the Government in writing within ________  calendar days after the date offers are due.

the minimum requirements stated in Item 13D.  Failure to insert any number means the offeror accepts the minimum in Item 13D.)

AMOUNTS

SEE SCHEDULE OF PRICES

18. The offeror agrees to furnish any required performance and payment bonds.

19. ACKNOWLEDGMENT OF AMENDMENTS

(The offeror acknowledges receipt of amendments to the solicitation -- give number and date of each)

AMENDMENT NO.

DATE

20A. NAME AND TITLE OF PERSON AUTHORIZED TO SIGN

OFFER

(Type or print)

AWARD 

(To be completed by Government)

21. ITEMS ACCEPTED:

22. AMOUNT

23. ACCOUNTING AND APPROPRIATION DATA

24. SUBMIT INVOICES TO ADDRESS SHOWN IN

ITEM

(4 copies unless otherwise specified) 

CODE

(Insert any number equal to or greater than

20C. OFFER DATE

25. OTHER THAN FULL AND OPEN COMPETITION PURSUANT TO 

10 U.S.C. 2304(c)

41 U.S.C. 253(c)

CODE

27. PAYMENT WILL BE MADE BY:

26. ADMINISTERED BY

(Include ZIP Code)

14. NAME AND ADDRESS OF OFFEROR

15. TELEPHONE NO.

(Include area code)

See Item 14

(Include only if different than Item 14)

16. REMITTANCE ADDRESS

30B. SIGNATURE

29. AWARD

(Contractor is not required to sign this document.)

document and return _______ copies to issuing office.)

Contractor agrees

Your offer on this solicitation, is hereby accepted as to the items listed. This award con-

to furnish and deliver all items or perform all work, requisitions identified

summates the contract, which consists of (a) the Government solicitation and

on this form and any continuation sheets for the consideration stated in this

your offer, and (b) this contract award. No further contractual document is

contract.  The rights and obligations of the parties to this contract shall be

necessary.

governed by (a) this contract award, (b) the solicitation, and (c) the clauses,

representations, certifications, and specifications or incorporated by refer-

ence in or attached to this contract.

30A. NAME AND TITLE OF CONTRACTOR OR PERSON AUTHORIZED

31A. NAME OF CONTRACTING OFFICER

(Type or print)

30C. DATE

(Type or print)

TEL:

EMAIL:

31B. UNITED STATES OF AMERICA

31C. AWARD DATE

BY

CONTRACTING OFFICER WILL COMPLETE ITEM 28 OR 29 AS APPLICABLE

(Contractor is required to sign this

28. NEGOTIATED AGREEMENT

(Must be fully completed by offeror)

OFFER 


Section Supplies or Services and Price

	ITEM NO
	SUPPLIES/SERVICES
	QUANTITY
	UNIT
	UNIT PRICE
	AMOUNT

	0001
	
	1
	
	
	

	
	Construct Metal Structure

FFP

Furnish all labor, materials and equipment necessary to Construct 60' X 100' X 20" Pre-engineered clear span tapered beam frame type metal structure with roof IAW the SOW & drawings.

PURCHASE REQUEST NUMBER: W91YMP4176PWT6

 
	

	
	
	

	
	

	

	
	NET AMT
	

	

	
	
	
	


FOB:  Destination

Section Contract Administration Data

CONTRACT ADMINISTRATION DATA

	 
	2142020000042AB6AL132078000003230Y22530W91YMP4176PWT64Y0205S18001L1012664 

	AMOUNT: 
	$0.00


Section C - DESCRIPTION/SPECS/SOW

SOW
SECTION 13120

PREENGINEERED METAL BUILDINGS

10/03

***************************************************************************

NOTE:  This guide specification covers the requirements for preengineered metal buildings.

Comments and suggestions on this guide specification are welcome and should be directed to the technical proponent of the specification.  A listing of technical proponents, including their organization designation and telephone number, is on the Internet.

Recommended changes to a UFGS should be submitted as a  Criteria Change Request (CCR).

Use of electronic communication is encouraged.

Brackets are used in the text to indicate designer choices or locations where text must be supplied by the designer.

***************************************************************************

***************************************************************************

NOTE:  Preengineered buildings of the truss frame, dome, arch triodetic and geodesic types are not included and should be specified in other sections.

Section 13121 METAL BUILDING SYSTEMS (MINOR REQUIREMENTS) should be used for small, simple, utilitarian type buildings that do not require the higher level of performance and quality obtained by using this section.

***************************************************************************

***************************************************************************

NOTE:  The following information shall be shown on the project drawings:

1.  Floor and eave height dimensions required.

2.  Clear spans, clear heights necessary.

3.  Roof slope if important.

4.  Type of roof and wall coverings.

5.  Approximate locations for downspouts, roof ventilators, louvers, and skylights.

6.  Location and required "R" factor of insulation.

7.  Color schedule indicating color required for factory-finished surfaces.

8.  Collateral loads for special equipment or crane loads, special live loading.

9.  Depth of roof and wall coverings, if necessary.

10.  Location of liner panels.

11.  Minimum roof dead, live, and snow loads.  Location for uplift design information.

12.  Basic wind speed in kg per hour or miles.

13.  Importance factor for wind and seismic computations.

14.  Where applicable, state the allowable horizontal drift between the pre-engineered metal building and adjacent or adjoining construction.

15.  Designer should specify anchor bolt embedment.  Building manufacturer will provide size and layout, but will not provide embedment length.  Specify contractor design or designer of record must specify on contract drawings.

***************************************************************************

***************************************************************************

NOTE:  Metal building systems may be economical solutions for providing a usable structure if this type of system is acceptable to the user.  Interior finishing of metal buildings will be held to a minimum, and siting of metal buildings in areas inconsistent with their architectural appearance will be avoided.

In order to fully benefit from the inherent savings in utilizing acceptable components which are standard with the building manufacturers, items such as doors, windows, and ventilators will not be specified by reference to other sections based on the guide specifications for these items, unless the number of buildings required or the performance requirements are such as to make the references to other sections necessary.

Designs of acceptable metal building systems vary widely regarding such features as roof slopes, panel configurations, fastener types and spacings, covering lapping distances, and joint sealing methods, all of which have a direct bearing on the water tightness of the installation.  Grounding for metal building systems is required, in accordance with Section 13100N or 13100A LIGHTNING PROTECTION SYSTEM.  In order to avoid placing undue restrictions on acceptable buildings, this guide specification includes only certain minimum requirements for these features and the requirement that the completed building be guaranteed.

This guide specification includes the requirements for the most commonly used materials and components; it is not possible to indicate all possible combinations and selections which may be utilized in adapting this guide specification to a particular project.  Therefore, careful editing is necessary to assure that the project is properly and adequately specified.

***************************************************************************

PART 1   GENERAL

1.1   REFERENCES

***************************************************************************

NOTE:  Issue (date) of references included in project specifications need not be more current than provided by the latest guide specification.  Use of SpecsIntact automated reference checking is recommended for projects based on older guide specifications.

***************************************************************************

The publications listed below form a part of this specification to the extent referenced.  The publications are referred to within the text by the basic designation only.

AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISC)

AISC FCD
(1995a)  AISC Quality Certification Program

AISC Pub No. S303
(2000) Code of Standard Practice for Steel Buildings and Bridges

AISC S329
(1985) Allowable Stress Design Specification for Structural Joints Using ASTM A 325 or A 490 Bolts

AISC S335
(1989) Structural Steel Buildings Allowable Stress Design and Plastic Design

AMERICAN SOCIETY OF CIVIL ENGINEERS (ASCE)

ASCE 7
(2002) Minimum Design Loads for Buildings and Other Structures

AMERICAN WELDING SOCIETY (AWS)

AWS D1.1/D1.1M
(2002) Structural Welding Code - Steel

ASTM INTERNATIONAL (ASTM)

ASTM A 252
(1998; R 2002) Welded and Seamless Steel Pipe Piles

ASTM A 36/A 36M
(2003a) Carbon Structural Steel

ASTM A 500
(2003) Cold-Formed Welded and Seamless Carbon Steel Structural Tubing in Rounds and Shapes

ASTM A 501
(2001) Hot-Formed Welded and Seamless Carbon Steel Structural Tubing

ASTM A 529/A 529M
(2003) High-Strength Carbon-Manganese Steel of Structural Quality

ASTM A 570/A 570M
(1998) Steel, Sheet and Strip, Carbon, Hot-Rolled

ASTM A 572/A 572M
(2003a) High-Strength Low-Alloy Columbium-Vanadium Structural Steel

ASTM A 588/A 588M
(2003) High-Strength Low-Alloy Structural Steel with 50 ksi (345 MPa) Minimum Yield Point to 4 in. (100 mm) Thick

ASTM A 606
(2001) Steel, Sheet and Strip, High-Strength, Low-Alloy, Hot-Rolled and Cold-Rolled, with Improved Atmospheric Corrosion Resistance

ASTM A 607
(1998) Steel, Sheet and Strip, High-Strength, Low-Alloy, Columbium or Vanadium, or Both, Hot-Rolled and Cold-Rolled

ASTM A 618
(2001) Hot-Formed Welded and Seamless High-Strength Low-Alloy Structural Tubing

ASTM A 653/A 653M
(2003) Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process

ASTM A 755/A 755M
(2001) Steel Sheet, Metallic Coated by the Hot-Dip Process and Prepainted by the Coil-Coating Process for Exterior Exposed Building Products

ASTM C 236
(1989; R 1993e1) Steady-State Thermal Performance of Building Assemblies by Means of a Guarded Hot Box

ASTM C 518
(2002e1) Steady-State Thermal Transmission Properties by Means of the Heat Flow Meter Apparatus

ASTM D 1654
(1992; R 2000) Evaluation of Painted or Coated Specimens Subjected to Corrosive Environments

ASTM D 2244
(2002e1) Calculation of Color Tolerances and Color Differences from Instrumentally Measured Color Coordinates

ASTM D 2247
(2002) Testing Water Resistance of Coatings in 100% Relative Humidity

ASTM D 2794
(1993; R 1999el) Resistance of Organic Coatings to the Effects of Rapid Deformation (Impact)

ASTM D 3359
(2002) Measuring Adhesion by Tape Test

ASTM D 4214
(1998) Evaluating the Degree of Chalking of Exterior Paint Films

ASTM D 522
(1993a; R 2001) Mandrel Bend Test of Attached Organic Coatings

ASTM D 523
(1989; R 1999) Specular Gloss

ASTM D 5894
(1996) Cyclic Salt Fog/UV Exposure of Painted Metal, (Alternating Exposures in a Fog/Dry Cabinet and a UV/Condensation Cabinet)

ASTM D 610
(2001) Evaluating Degree of Rusting on Painted Steel Surfaces

ASTM D 714
(2002) Evaluating Degree of Blistering of Paints

ASTM D 828
(1997; R 2002) Tensile Properties of Paper and Paperboard Using Constant-Rate-of-Elongation Apparatus

ASTM D 968
(1993; R 2001) Abrasion Resistance of Organic Coatings by Falling Abrasive

ASTM E 84
(2003) Surface Burning Characteristics of Building Materials

ASTM E 96
(2000e1) Water Vapor Transmission of Materials

ASTM G 23
(1996) Operating Light-Exposure Apparatus (Carbon-Arc Type) With and Without Water for Exposure of Nonmetallic Materials

METAL BUILDING MANUFACTURERS ASSOCIATION (MBMA)

MBMA MBSM
(2002) Metal Building Systems Manual

STEEL DECK INSTITUTE (SDI)

SDI DDM02
(1991) Diaphragm Design Manual

UNDERWRITERS LABORATORIES (UL)

UL 580
(1994; Rev thru Feb 1998) Tests for Uplift Resistance of Roof Assemblies

1.2   SYSTEM DESCRIPTION

1.2.1   Design Requirements

1.2.1.1   Design Analysis

***************************************************************************

NOTE:  Metal Building System manufacturers do not design foundations; foundation investigation and design may be performed by the Contractor.  The project design structural engineer must design and detail the foundations based on loads obtained for similar building types with the specified loading.  The drawings should contain notes indicating that the foundations are provided for bid purposes only and that actual foundations, using similar details, will be provided by the Contractor.

***************************************************************************

The design analysis shall be the design of a licensed Professional Engineer experienced in design of this work and shall include complete calculations for the building, its components, and the foundations.  Foundations shown on the drawings are based on loads derived from a representative set of similar building types.  The Contractor shall obtain the services of a licensed Professional Engineer to verify that the foundations shown are adequate for the building supplied using the criteria in paragraph Foundations.  Formulas and references shall be identified.  Assumptions and conclusions shall be explained, and cross-referencing shall be clear.  Wind forces on various parts of the structure, both positive and negative pressure, shall be calculated with the controlling pressure summarized.  Lateral forces due to seismic loading shall be calculated and tabulated for the various parts and portions of the building.  Computer programmed designs shall be accompanied by stress values and a letter of certification, signed by a licensed Professional Engineer, stating the design criteria and procedures used and attesting to the adequacy and accuracy of the design.  A narrative of the computer program delineating the basic methodology shall be included.  Computer program output shall be annotated and supplemented with sketches to verify the input and output.  Critical load conditions used in the final sizing of the members shall be emphasized.  The design analysis shall include the name and office phone number of the designer, who shall function as a point of contact to answer questions during the detail drawing review.

1.2.1.2   Dimensions

Building dimensions shall be as standard with manufacturer, not less than 100’ width x 60’ length x 20’ height as indicated, but exceeding the indicated dimensions only by the amount of the closest standard size thereto.  Eave height shall be measured from the top of finished floor to intersection of insides of roof and sidewall sheets.  The clear height between finished floor and bottom of roof steel shall be as indicated.

1.2.1.3   Framing

***************************************************************************

NOTE:  Modify the paragraph as necessary to describe the type of framing system required.  Allow optional roof slopes except where conditions do not permit.

***************************************************************************

***************************************************************************

NOTE:  Gable roofs will be specified for all buildings, except where single-slope roofs are necessary for small buildings or for building extensions.  Structures will be limited to single-span only when interior columns would adversely affect the use of the building.

Drawings will show roof slope.  Drawings will show required width and length dimensions from inside face of wall covering; minimum inside clear dimensions; size, type, and number of windows, doors, louvers, ventilators, and skylight panels; hardware requirements, if not scheduled in the specifications, including requirements for door weather stripping and thresholds; and other information as required to supplement the specifications.

***************************************************************************

Provide building with and gable roof. Building shall be single-span structures with one of the following framing systems:  column with rigid frame, or rigid frame type, similar to AISC S335, Type I construction.  End walls shall be of rigid frame.  Roof slope shall be a minimum of 1 to 24. Design framed openings structurally.

1.2.1.4   Foundation Requirements

***************************************************************************

NOTE:  The following paragraph is intended to be a synopsis of the foundation report, and will be supplemented with additional data as required.  Coordinate with paragraph DESIGN ANALYSIS.

When dealing with soil, a larger factor of safety is used.  Unlike steel and concrete, which are manufactured, controlled, and tested to meet prescribed standards, soils are natural materials.  Therefore it is common practice to apply a factor of safety of at least 3.0 in soil engineering work.

***************************************************************************

Contractor to provide 6” thick sealed concrete slab on grade building floor. Design foundations for allowable soil bearing pressure and a minimum bottom of footing depth as indicated.  Use a factor of safety of 1.5 for overturning, sliding and uplift. The foundation loads are supplied by the building manufacturer.

1.2.2   Performance Requirements

MBMA MBSM, for loading combinations and definitions with the exceptions of wind load and special collateral loads.  Design for each material shall be as specified by the Design Authority as listed in MBMA MBSM.

1.2.2.1   Dead Loads

The dead load shall consist of the weight of all permanent construction such as roof, framing, covering members and all other materials of the building system.

1.2.2.2   Roof Live Loads

a.  Uniform Loads:  Uniform roof live loads, including maintenance traffic and construction loads, shall be determined and applied in accordance with ASCE 7.

b.  Concentrated Loads:  In addition to ASCE 7 roof live loads, a minimum design concentrated load of 1335 N (300 pounds) shall be used to simulate a construction load on roof panels.  The concentrated load shall be applied at the panel midspan and shall be resisted by a single standing seam metal roof panel, or a 610 mm (24 inches) wide corrugated metal panel, assumed to be acting as a beam.  The undeformed shape of the panel shall be used to determine the section properties.

1.2.2.3   Roof Snow Loads

Not Applicable

1.2.2.4   Wind Loads

Compute and apply wind pressures, ASCE 7.  Basic wind speed and multiplying factors are as indicated.

YPG to have typical wind velocity at 90 mph

1.2.2.5   Impact Loads

Not Applicable

1.2.2.6   Seismic Loads

***************************************************************************

NOTE:  Procedures for determining and applying seismic forces shall be in accordance with NAVFAC TI 809-04, or the Uniform Building Code.

***************************************************************************

YPG is considered to be in Seismic zone 4

1.2.2.7   Collateral Loads

***************************************************************************

NOTE:  Collateral loads include mechanical, electrical, fire protection system.

***************************************************************************

Not Applicable

1.2.2.8   Deflection

***************************************************************************

NOTE:  For buildings with masonry, infill, limit frame sway 1/600th of building eave height and consider limiting wall purlin deflection to 1/600th of span.  The designer should also consider weight handling systems and building finishes when specifying deflection limits.

***************************************************************************

a.  Structural Members:  The maximum deflection of main framing members shall not exceed 1/240th of their respective spans.  The maximum deflection due to live load in roof panels and purlins shall not exceed 1/180th of their respective spans.

b.  Roof Panels:  UL 580, Class 90.  The design analysis shall establish that the roof when deflected under dead plus liveloads, will not result in a negative gradient.  Maximum deflections shall be based on sheets continuous across two or more supports with sheets unfastened and fully free to deflect.  Panels thinner than 0.8 mm( 0.03 inches) are not permitted for diaphragms used to resist seismic loads in Seismic Zones 2 through 4.

1.3   SUBMITTALS

***************************************************************************

NOTE:  Submittals must be limited to those necessary for adequate quality control.  The importance of an item in the project should be one of the primary factors in determining if a submittal for the item should be required.

A “G” following a submittal item indicates that the submittal requires Government approval.  Some submittals are already marked with a “G”.  Only delete an existing “G” if the submittal item is not complex and can be reviewed through the Contractor’s Quality Control system.  Only add a “G” if the submittal is sufficiently important or complex in context of the project.

For submittals requiring Government approval on Army projects, a code of up to three characters within the submittal tags may be used following the "G" designation to indicate the approving authority.  Codes for Army projects using the Resident Management System (RMS) are:  "AE" for Architect-Engineer; "DO" for District Office (Engineering Division or other organization in the District Office); "AO" for Area Office; "RO" for Resident Office; and "PO" for Project Office.  Codes following the "G" typically are not used for Navy projects.

Submittal items not designated with a "G" are considered as being for information only for Army projects and for Contractor Quality Control approval for Navy projects.

***************************************************************************

Government approval is required for submittals with a "G" designation; submittals not having a "G" designation are for information only.  When used, a designation following the "G" designation identifies the office that will review the submittal for the Government. The following shall be submitted in accordance with Section C SUBMITTAL PROCEDURES:

SD-02 Shop Drawings
Preengineered Building; G
Template for anchorage
  Submit as necessary to erect the building and install components.

SD-03 Product Data
Preengineered metal building materials
  Submit sufficient data indicating conformance to specified requirements on materials provided under this section.

Instruction Manuals
Erection
Qualifications
SD-04 Samples
Factory color finish
Accessories
Roofing 
Fasteners
SD-05 Design Data
***************************************************************************

NOTE:  Require calculations only for structural or load bearing items necessary to check the manufacturer's submittals for conformance.

***************************************************************************

Building; G
Foundation loads; G
anchor bolts; G
SD-06 Test Reports
Factory Color Finish
SD-07 Certificates
Preengineered metal building materials
  Submit certificates attesting that materials comply with this specification.

SD-10 Operation and Maintenance Data
Preengineered Building, data package 1; G
1.4   QUALITY ASSURANCE

1.4.1   Qualifications
Qualifications of the manufacturer, the manufacturer's Representative when one is used, and qualifications and experience of the building erector.  A brief list of locations where buildings of similar design have been used shall be included with the detail drawings and shall also include information regarding date of completion, name and address of owner, and how the structure is used.

1.4.1.1   Manufacturer

The manufacturer shall have AISC FCD, category MB certification.

1.4.1.2   Installer

***************************************************************************

NOTE:  Obtain a waiver for this paragraph from the Contracting Officer.

***************************************************************************

Erector shall have specialized experience in the erection of metal building systems for a period of at least 3 years.

1.4.1.3   Manufacturer's Representative

***************************************************************************

NOTE:  Remove this paragraph when the manufacturer's representative is not required.

***************************************************************************

A representative designated by the building manufacturer, who is familiar with the design of the building supplied and experienced in the erection of metal buildings similar in size to the one required under this contract, shall be present at the job site during construction, from the start of the structural framing erection until completion of the installation of the exterior covering, to assure that the building is erected properly.

1.4.2   Regulatory Requirements

1.4.2.1   Drawings:  Preengineered Building
Submit complete design drawings for the preengineered building.  Submit drawings for the foundations and anchorage.

1.4.2.2   Design Data Building
Submit design calculations for the entire preengineered building and foundations, prepared and stamped by a professional engineer.  Also submit for components requested, and stamp with the seal of a professional engineer.  Include sizes and location of anchor bolts.

1.4.3   Coordination Meeting

A coordination meeting shall be held within 45 days after contract award for mutual understanding of the metal building system contract requirements.  This meeting shall take place at the building site and shall include representatives from the Contractor, the roofing/metal building system manufacturer, the roofing/metal building supplier, the erector, the designer, and the Contracting Officer.  All items required by paragraph SUBMITTALS shall be discussed, including applicable standard manufacturer shop drawings, and the approval process.  The Contractor shall coordinate time and arrangements for the meeting.

1.4.4   Instructions

1.4.4.1   Instruction Manuals
Manufacturer's literature for individual building component systems.

1.4.4.2   Erection
Manufacturer's erection instruction and erection drawings describing the preparation requirements, assembly sequence, temporary bracing, shoring, and related information necessary for erection of the metal building including its structural framework and components.

1.4.5   Samples

1.4.5.1   Factory color Finish
Submit one sample of each color indicated for verification that the color matches the colors indicated.  Where colors are not indicated, submit not less than four different samples of manufacturer's standard colors for selection by the Contracting Officer.

1.4.5.2   Accessories
One sample of each type of flashing, trim, closure, cap and similar items.  Size shall be sufficient to show construction and configuration.

1.4.5.3   Roofing 
One piece of type and finish (exterior) to be used, 225 mm (9 inches) long, full width.  The sample for factory color finished covering shall be accompanied by certified laboratory test reports showing that the sheets to be furnished are produced under a continuing quality control program and that a representative sample consisting of not less than 5 pieces has been tested and has met the quality standards specified for factory color finish.

1.4.5.4   Fasteners
Two samples of each type to be used, with statement regarding intended use.  If so requested, random samples of bolts, nuts, and washers as delivered to the job site shall be taken in the presence of the Contracting Officer and provided to the Contracting Officer for testing to establish compliance with specified requirements.

1.4.5.5   Insulation
Not Applicable

1.4.5.6   Gaskets and Insulating Compounds
Two samples of each type to be used and descriptive data.

1.4.5.7   Sealant
One sample, approximately 0.5 kg, (1 pound,) and descriptive data.

1.4.5.8   Skylights
Not Applicable

1.4.5.9   Wall Liners
Not Applicable

1.5   DELIVERY, STORAGE, AND HANDLING

Deliver, store, and handle manufactured items so that materials remain dry and undamaged.  Do not store in contact with materials that might cause staining.

1.6   WARRANTIES

1.6.1   Warranty

The Metal Building System, composed of framing and structural members, roofing and siding, gutters and downspouts, accessories, fasteners, trim, and miscellaneous building closure items such as doors and windows (when furnished by the manufacturer) shall be warranted as described below against material and workmanship deficiencies, system deterioration caused by exposure to the elements and service design loads, leaks and wind uplift damage.  Any emergency temporary repairs conducted by the owner shall not negate the warranties.

1.6.2   Prime Contractor's Weathertightness Warranty

The Metal Building System shall be warranted by the Contractor on a no penal sum basis for a period of five years against materials and workmanship deficiencies; system deterioration caused by exposure to the elements and/or inadequate resistance to specified service design loads, water leaks, and wind uplift damage.  The Metal Building System covered under this warranty shall include but is not limited to the following:  framing and structural members, roofing, connectors, components, and fasteners, and other system components and assemblies installed to provide a weathertight roof system; and items specified in other sections of these specifications that become part of the metal building system.  All material and workmanship deficiencies, system deterioration caused by exposure to the elements and/or inadequate resistance to specified service design loads, water leaks and wind uplift damage shall be repaired as approved by the Contracting Officer.    This warranty shall warrant and cover the entire cost of repair or replacement, including all material, labor, and related markups.  The Contractor shall supplement this warranty with written warranties from the installer and/or system manufacturer, which shall be submitted along with Contractor's warranty.  However, the Contractor is ultimately responsible for this warranty.  The Contractor's written warranty shall start upon final acceptance of the facility.  The Contractor shall provide a separate bond in an amount equal to the installed total metal building system cost in favor of the owner (Government) covering the Contractor's warranty responsibilities effective throughout the five year Contractor's warranty period for the entire metal building system as outlined above.

1.6.3   Manufacturer's Material and/or System Weathertightness Warranties

The Contractor shall furnish, in writing, the following manufacturer's material warranties to the Contracting Officer which cover all Metal Building System components:

a.  A manufacturer's 10 year material warranty warranting that the specified zinc-coated steel, aluminum-zinc alloy coated steel or aluminum-coated steel will not rupture, structurally fail, fracture, deteriorate, or become perforated under normal design atmospheric conditions and service design loads.  Liability under this warranty shall be limited exclusively to the cost of either repairing or replacing nonconforming, ruptured, perforated, or structurally failed securement system including fasteners and coil material.

b.  A manufacturer's 20 year exterior material finish warranty on the factory colored finish warranting that the finish, under normal atmospheric conditions at the site, will not crack, peel, or delaminate; chalk in excess of a numerical rating of eight, as determined by ASTM D 4214 test procedures; or change colors in excess of five CIE or Hunter Lab color difference (delta E) units in accordance with ASTM D 2244.  Liability under this warranty is exclusively limited to replacing the defective coated material.

PART 2   PRODUCTS

2.1   WALL AND ROOF MATERIALS
***************************************************************************

NOTE:  Delete materials not in the project. Interior gutters are for use when two rigid frames are erected side by side; such installation is not normally recommended.

***************************************************************************

MBMA MBSM except as specified otherwise herein.  Design roof to be completely weathertight and free of abrasions, loose fasteners, and deformations.  Each piece or part of the assembly shall be clearly and legibly marked to correspond with the drawings.

2.1.1   Minimum Thickness

***************************************************************************

NOTE:  Choose one of the bracketed groups in the table below.  Choose the second bracketed option, beginning "Girders and Columns...," for projects in seismic zones 3 and 4.

***************************************************************************

As required to conform to design requirements but not less than the following:

  Items                             Minimum Thickness (Uncoated)

  Girders and Columns              5 mm

  Purlins and Girts             14 Manufacturer's Standard gage

                                    (MFG STD)

  Roof Panels

      Steel                         22 MFG STD gage

  Column Base Plates                16 mm thick

  Column Anchor Bolts               16 mm diameter

  Steel Structural Members         18 Manufacturer's Standard (MFG STD)

  Other Than Roof and               gage, 0.0478 inch

  Wall Panels

  Purlins 
  Gable and Eave Trim, Fascia Closure Strips, Rake Flashings, Copings, and 

  Liner Panels

      Steel                         24 MFG STD gage

2.1.2   Panels

***************************************************************************

NOTE:  Give options for roof and wall panels unless there are specific material requirements.  Do not specify factory-insulated roof panels when skylights are specified since this is, apparently, a proprietary system.

***************************************************************************

a.  Fabricated of zinc-coated steel  all panels indicated].

b.  Preformed.

Depth of the panels shall be as indicated. 

2.1.2.1   Zinc-Coated Steel Sheet

ASTM A 755/A 755M, Coating Class Z 350( G-90) or ASTM A 653/A 653M, SQ, Grade 33, Coating Class Z 350( G-90).

2.2   FRAMING AND STRUCTURAL MEMBERS

2.2.1   Steel

ASTM A 36/A 36M, ASTM A 529/A 529M, ASTM A 572/A 572M, or ASTM A 588/A 588M.

2.2.2   Aluminum

Not Applicable

2.2.3   Uncoated Steel

ASTM A 570/A 570M, ASTM A 606, or ASTM A 607.

2.2.4   Galvanized Steel

ASTM A 653/A 653M, G 90 coating designation, 0.045 inch minimum thickness.

2.3   ACCESSORIES

2.3.1   Caps, Strips, and Plates

Form ridge caps, eave and edge strips, fascia strips, miscellaneous flashings, and miscellaneous sheet metal accessories from the same material and gage as the roof panels. Wall plates, base angles or base channels, and other miscellaneous framing members may be standard structural steel shapes, or may be formed from steel not lighter than 1.2 mm( 18 gage) thick.

2.3.2   Closure Strips

Provide closure strips of closed-cell or solid-cell synthetic rubber or neoprene, or polyvinyl chloride premolded to match configuration of the covering.  Closure strips shall not absorb or retain water.

2.3.3   Sealant

Provide elastomeric type sealant containing no oil or asphalt.  Exposed sealant shall cure to a rubberlike consistency.  Concealed sealant may be the nonhardening type.

2.3.4   Gaskets and Insulating Compounds

Provide nonabsorptive gaskets and insulating compounds suitable for insulating contact points of incompatible materials.  Insulating compounds shall be nonrunning after drying.

2.3.5   Fasteners

***************************************************************************

NOTE:  Fasteners that are not color coated may be limited to 300-series corrosion resisting steel when warranted by atmospheric exposure conditions.

For projects in hurricane areas, self-clinching pull-stem rivets or bolts provide greater resistance to failures from "flutter" and uplift action of high wind forces than sheet-metal screws.

***************************************************************************

Provide fasteners for steel roof panels of zinc-coated steel or as otherwise approved for the applicable requirements.  Fasteners for structural connections shall provide both tensile and shear strength of not less than 3.3 kN( 750 pounds) per fastener.  Fasteners for accessories shall be the manufacturer's standard.  Exposed roof fasteners shall be gasketed or have gasketed washers on the exterior side of the covering to waterproof the fastener penetration.  Washer material shall be compatible with the covering; have a minimum diameter of 10 mm( 3/8 inch) for structural connections; and gasketed portion of fasteners or washers shall be neoprene or other equally durable elastomeric material approximately 3 mm( 1/8 inch) thick.  When wall covering is factory color finished, exposed wall fasteners shall be color finished or provided with plastic color caps to match the covering.  Nonpenetrating fastener system using concealed clips shall be manufacturer's standard for the system provided.

2.3.5.1   Screws

Provide self-tapping screws not less than No. 14 diameter and not less than No. 12 diameter if self-drilling/self-tapping type.

2.3.5.2   End-Welded Studs

Provide automatic shouldered type studs with a shank diameter of not less than 5 mm( 3/16 inch) and cap or nut for holding covering against the shoulder.

2.3.5.3   Explosive Actuated Fasteners

Fasteners for use with explosive actuated tools shall have a shank diameter of not less than 3.7 mm( 0.145 inch) with a shank length of not less than 12 mm( 1/2 inch) for fastening panels to steel and not less than 25 mm( one inch) for fastening panels to concrete.

2.3.5.4   Blind Rivets

Provide aluminum rivets with 5 mm( 3/16 inch) nominal diameter shank or stainless steel rivets with 3 mm( 1/8 inch) nominal diameter shank.  Rivets shall be threaded stem type if used for other than the fastening of trim.  Provide hollow stem rivets with closed ends.

2.3.5.5   Bolts

Provide bolts not less than 6 mm( 1/4 inch) diameter, shouldered or plain shank as required, with proper nuts.

2.3.6   Sealant

Sealant shall be an elastomeric type containing no oil or asphalt.  Exposed sealant shall be clear and shall cure to a rubber like consistency.

2.3.7  Gaskets and Insulating Compounds

Gaskets and insulating compounds shall be nonabsorptive and suitable for insulating contact points of incompatible materials.  Insulating compounds shall be nonrunning after drying.

2.4   FINISH

2.4.1   Shop Painting

Ferrous metal work, except factory-finished work, zinc-coated work, aluminum-coated work, and work specified to be painted herein, shall be (1) cleaned of dirt, rust, scale, loose particles, grease, oil, and other deleterious substances; (2) phosphate treated; and (3) then be given one coat of an approved rust-inhibiting primer paint of the type standard with the metal building manufacturer.

2.4.2   Factory Color Finish

***************************************************************************

NOTE:  Specify a high performance coating by giving chemical name of paint and percentage of resin in the coating.  70 percent resin fluoropolymer is Kynar.  Edit listed tests to include appropriate requirements.  A 0.02 mm( 0.8 mil) fluoropolymer clear protection coat is used for special colors or metallic finish.  It is part of Pittsburgh Paints Duranar system.

***************************************************************************

***************************************************************************

NOTE:  Factory color finish will be specified except when the buildings are to be used for temporary purposes or where mill finish aluminum panels provide an acceptable appearance.  If factory color finish is not required, document the rationale for the decision in the design analysis and remove this paragraph.

The US Metal Building Industry offers a variety of color finishes to protect the metal panels against chemical corrosion and ultraviolet radiation; to provide long life with minimum maintenance plus acceptable weathering and color retention; and to assure chalk, fade, and mar resistance.  Some of the most widely used coatings include, but are not limited to, the following:

a.  Polyvinylidene fluoride (PVF2); a nominal 0.025 mm (1 mil) thick coating modified with a proprietary resin for toughness; it may be used in most environments.

b.  Silicone-modified polyester (SMP); a thermoset coating system composed of polyester resin modified by copolymerization with a functional silicone resin intermediate designed for added protection against chemical corrosion and ultraviolet radiation.

c.  Plastisol (PVC); a two-coat system consisting of a polyvinyl-chloride resin dispersed in a plasticizer top-coat over a corrosion-resistant primer; it is a high-performance, thick coating designed for highly aggressive and corrosive environments with excellent resistance to common acids, alkalis, and inorganic compounds.

Most coatings may be ordered extra-thick for buildings in direct contact with salt or chemical laden air or where a premium finish would be justified.  The thicker coating provides additional primer and increases the coating's corrosion and abrasion resistance but it requires a special run by the coil coater, at least a 22 degrees C (70 degrees F) environment, and additional delivery time.  Appropriate specification requirements must be added if the thick film coatings are to be used.

The high cost of preventing corrosion of galvanized steel panels, together with the fact that cut edges, scratches and penetrations of the panels expose the steel substrate, warrants consideration for the use of solid aluminum which is inherently less susceptible to damaging corrosion.

Exterior wall and roof panels are available in several standard colors.  Standard trim colors are usually more limited.  Except where interior surfaces receive a factory color coat, the exposed reverse side of the panels normally are provided with an off-white backer coating.  Color other than manufacturer's standard colors will be used only when the extra cost is justified.

The choice of coating for the interior face of panels depends on environmental and aesthetic considerations.  Where a corrosive atmosphere is anticipated within the structure, the finish should be PVF2 in a thickness appropriate to the environment.  For utilitarian facilities with little likelihood of a detrimental atmosphere, a standard backer coat is appropriate.  Backer coat is the manufacturer's standard coating (usually polyester based) applied to the back side of the metal panel.  This coating is normally a wash coating and is not controlled for consistent color or gloss. Where interior surfaces are concealed behind insulation, liner panels, etc.; provide only a primer coat.  These finishes should not be confused with a wash coat which is used primarily to facilitate the coil forming process and which is not closely controlled for color, gloss or film thickness.  The designer's rationale for using any special interior finish should be reflected in the design analysis.

Energy considerations must be included in the choice of standard colors for the roof panels.  White or light-colored roofing surfaces are much better at reflecting sunlight than darker surfaces.  This keeps roofs 20 to 35 degrees C (35 to 60 degrees F) cooler, which means less heat will be transferred to internal building spaces.  Demonstration projects have shown that cooling energy use can be cut by as much as 40 percent when light-colored surfaces are used.  Coordinate the use of light-colored roofing material with the user.

***************************************************************************

Provide exterior and interior exposed surfaces of metal roof, structural frame and metal accessories with a thermal-cured factory finish. Color shall be as indicated.  Provide an exterior finish top coat of the building manufacturer's standard paint.  Provide standard dry film thickness of 0.8  mil for exterior coating exclusive of primer.  Provide exterior primer thickness standard with building manufacturer.  Interior color finish shall consist of the same coating and dry film thickness as the exterior. Provide interior and exterior color finish meeting the test requirements specified below.  Tests shall have been performed on the same factory finish and thickness provided.

2.4.3   Testing of Factory Color Finishes

2.4.3.1   Salt Spray Test

***************************************************************************

NOTE:  The results of the salt spray test will vary depending on the thickness of the coating.

***************************************************************************

Not applicable

2.4.3.2   Accelerated Weathering Test

ASTM G 23, Method 2, Type D apparatus minimum 2000 hours or Type EH apparatus minimum 500 hours, no checking, blistering or loss of adhesion; color change less than 5 NBS units by ASTM D 2244 and chalking less than No. 8 rating by ASTM D 4214.

2.4.3.3   Flexibility

ASTM D 522, Method A, 1/8 inch diameter, 180 degree bend, no evidence of fracturing to the naked eye.

2.4.3.4   Adhesion

ASTM D 3359, Method B, for laboratory test and film thickness less than 5 mil and Method A for site tests.  There shall be no film removed by tape applied to 11 parallel cuts spaced 1/8 inch apart plus 11 similar cuts at right angles.

2.4.3.5   Impact

ASTM D 2794, no loss of adhesion after direct and reverse impact equal to 1.5 times metal thickness in mils, expressed in inch-pounds.

***************************************************************************

NOTE:  Use 1500 hours for kynar on galvanized steel.  Use 2000 hours for kynar on aluminum.

***************************************************************************

2.4.3.6   Humidity Resistance

Not Applicable

***************************************************************************

NOTE:  MIL-HDBK-1028/1, "Aircraft Maintenance Facilities," Section 2, paragraph entitled "Surface Treatment," requires this for roof surfaces so located that glare may be an operational hazard.  Manufacturers producing prefinished sheets meeting this requirement as a standard item are limited, and the sheets are available only in certain colors.  The fade and chalk requirements will not apply with this low gloss.  Delete them from "Factory Color Finish."

***************************************************************************

2.4.3.7   Specular Gloss

***************************************************************************

NOTE:  Few manufacturers regularly produce prefinished panels meeting these low gloss requirements and such sheets are available only in limited colors.  Standard 70 percent PVF2 finish, for example, has a medium gloss.  Low gloss paint formulations result in reduced weathering properties.  Identify individual facilities requiring low gloss finish.

For roof of structures at airfields where glare would be objectionable and may be an operational hazard, the specular gloss value should be limited to 10 or less at an angle of 85 degrees.

***************************************************************************

ASTM D 523, finished surfaces exposed to the building exterior shall have a specular gloss of 10 measured at an angle of 85 degrees.

2.4.3.8   Abrasion

ASTM D 968, Method A, falling sand shall not expose substrate when tested in quantities 13.2-15.9 gallons of sand per mil of thickness.

2.4.3.9   Formability Test

When subjected to testing in accordance with ASTM D 522 Method B, 3 mm (1/8 inch) diameter mandrel, the coating film shall show no evidence of cracking to the naked eye.

2.4.3.10   Pollution Resistance

Coating shall show no visual effects when covered spot tested in a 10 percent hydrochloric acid solution for 24 hours in accordance with ASTM D 1308.

PART 3   EXECUTION

3.1   INSPECTION

Check concrete dimensions, anchor bolt size and placement, and slab elevation with the metal building manufacturer's templates and drawings before setting any steel.

3.2   ERECTION

Erect in accordance with the manufacturer's approved erection instructions and diagrams.  Correct defects and errors in the fabrication of building components in a manner approved by the Contracting Officer.  If defects or errors in fabrication of components cannot be corrected, remove and provide nondefective components.  When installing wall and roof systems, install closure strips, flashing, sealing material, and other accessories in accordance with building manufacturer's instructions to provide a weathertight system, free of abrasions, loose fasteners, and deformations.  After erection is complete, repair and coat abraded and damaged, primed or factory-finished surfaces to match adjacent surfaces.

3.2.1   Dissimilar Materials

Prevent direct contact between aluminum surfaces, and ferrous or other incompatible metals, by one of the following methods:

a.  Paint the incompatible metal with a coating of manufacturer's standard heavy-bodied paint.

b.  Paint the incompatible metal with a prime coat of corrosion inhibitive primer followed by one or two coats of aluminum metal-and-masonry paint, or other suitable protective coating, excluding products containing lead and chromium pigmentation.

c.  Provide an approved nonabsorptive gasket.

d.  Apply an approved calking between the aluminum and the incompatible metal.

If drainage from incompatible metal passes over aluminum, paint the incompatible metal by method (a) or (b).  Paint aluminum surfaces in contact with concrete or masonry materials by method (a).  Paint green or wet wood, or wood treated with incompatible wood preservatives, by method (a) or use two coats of aluminum paint.

3.2.2   Rigid Frames, Bases, and Sill Members

Brace frames as necessary to ensure safety.  Set accurately, using a nonshrink grout to obtain uniform bearing on the concrete and to maintain a level base line elevation.  Separate leveling plates under column base plates shall not be used.  Members shall be accurately spaced to assure proper fitting of panels.  As erection progresses, the work shall be securely fastened to resist the dead load and wind and erection stresses.  Supports for electric overhead traveling cranes shall be positioned and aligned in accordance with CMAA 70.  Clean surfaces to receive the mortar and thoroughly moisten immediately before placement of mortar.  Water cure exposed surfaces of mortar with wet burlap for 7 days.

3.2.2.1   Field Welding

Steel, AWS D1.1/D1.1M.  

3.2.2.2   Field Bolting

AISC S329.  Improper or mislocated bolt holes in structural members or other misfits caused by improper fabrication or erection, shall be repaired in accordance with AISC Pub No. S303.  Anchor bolts shall be accurately set by template while the concrete is in a plastic state.

3.2.3   Wall Construction

Not Applicable

3.2.4   Roof Construction

***************************************************************************

NOTE:  If full length roofing panels are desired, ensure availability in the length required for the building.  Normally, panels are not available for buildings over 18 m( 60 feet) in width.

***************************************************************************

Apply the roofing panels in the longest lengths obtainable with end laps occurring only at structural members with no transverse joints.  Lay side laps away from the prevailing wind, and seal side and end laps with joint sealing material.  Flash and seal the roof at the ridge, at eaves and rakes, and elsewhere as necessary. Minimum side lap shall be one corrugation, configuration, or interlocking rib. 

3.2.5   Installation of Gutters and Downspouts

Not Applicable

3.2.6   Louvers and Ventilators

Not Applicable

3.2.7   Doors and Windows

Not Applicable

3.2.8   Minimum Fastener Spacing

Space fasteners according to manufacturer's instructions, but not to exceed:

a. 200 mm( 8 inches) o.c. at end laps of covering,

b. 300 mm( 12 inches) o.c. at connection of covering to intermediate supports,

c. 300 mm( 12 inches) o.c. side laps of roof coverings. 

3.3   FIELD PAINTING

***************************************************************************

NOTE:  Field painting covers touch-up painting of previously painted surfaces and finish painting of steel doors and steel windows.  Additional requirements will be added as necessary to cover finish painting of wood doors and other items requiring a field applied paint finish.  When required, field color finish will be specified in accordance with Section 09900, "Painting, General."

***************************************************************************

Immediately upon detection, abraded or corroded spots on shop-painted surfaces shall be wire brushed and touched up with the same color and material used for the shop coat.  

3.4   FIELD QUALITY CONTROL

At the discretion of the Contracting Officer, sample panels may be taken at random from each delivery or from stockpiles on the site at any time during the construction period, and tests may be made to check the conformance of the materials to the requirements specified in paragraph entitled "Factory Color Finish."  Failure of the sample sheets to pass the required tests shall be cause for rejection of all sheets represented by the samples and replacement of the entire shipment.

STATEMENT OF WORK

WR# 2664 - Construct Shade Structure
C.1  GENERAL.

C.1.1  SCOPE OF WORK.  The contractor shall provide personnel, management, equipment, transportation, and any other items and services not government furnished necessary to perform construction of 60’width x 100’length x 20’(nominal - top of slab to bottom of eave) height pre-engineered clear span tapered beam frame type metal structure with non-structural standing seam metal roof  as defined in this work statement at U.S. Army Yuma Proving Ground (YPG), Yuma, Arizona (see attached sketch).. Entire structure to be painted in tan color with color submitted for approval prior to installation. The contractor shall perform to the attached standards and specifications as well as drawings that will be developed for each Delivery Order (OD) under this contract.

Project site location : South of bldg 3700 at YPG (see attached sketch).

C.1.1.1  DRAWING AND SPECIFICATIONS.  Accessories or incidental items not specifically shown and detailed on the drawings or specified herein, which are necessary and/or required to complete the work per accepted industry standard practice unless specifically stated otherwise within the intent of the working drawings and specifications, when taken together shall be included by the Contractor without additional cost to the Government.

C.1.1.2  HOURS OF OPERATION.  Work shall be provided during normal working hours.  YPG is currently on a 4-day workweek schedule.  The hours of operation are 6:30 AM to 5:00 PM, Monday through Thursday, excluding legal public holidays listed in Section C.2 of this work statement.  On request, the contractor may be authorized to work weekends and other than conventional work shifts.  This request shall be in writing to the Contracting Officer’s Representative (COR), three (3) standard work day prior to the requested time.  These changes will not result in additional costs to the Government and must be within the restrictions of applicable labor laws.

C.1.2  BACKGROUND INFORMATION.  Yuma, Arizona is situated in the southwest corner of the state, across the Colorado River from California and about 20 miles from Mexico.  U.S. Army Yuma Proving Ground is located approximately 30 miles north of Yuma, along U.S. Highway 95.  The terrain around Yuma is desert.  Daytime high temperatures in this area average 105 degrees F in the summer (temperatures of 115 degrees are not unusual) and 70 degrees F in the winter with lows averaging 76 and 47 degrees respectively.  Annual rainfall is less than four inches.    

C.1.2.1  AREA OF RESPONSIBILITY:  Yuma Proving Ground is a testing facility under the command of the U. S. Army Test and Evaluation Command.  The mission of YPG includes the testing of vehicles, armament, aircraft and numerous other products that are to support the soldier in the field.  

C.1.3  PERSONNEL.  The contractor shall provide a work force possessing the skills, knowledge, and training to satisfactorily perform the services required by this contract.

C.1.3.1  CONFLICT OF INTEREST.  The contractor shall not employ off-duty contracting personnel, contracting officer's representative, or other government personnel involved in surveillance of the contract, nor any other employee of the United States Government, either military or civilian, if such employment would create a conflict of interest or be contrary to the policies contained in this work statement.  The contractor shall not employ any person who is an employee of the Department of Defense, unless such person receives prior approval in accordance with applicable military and civilian directives.

C.1.3.2  CONDUCT OF PERSONNEL.  The Contracting Officer may require the contractor to remove from the job site any employee working under this contract for reasons of misconduct, security, or found to be or suspected to be under the influence of alcohol, drugs, or other incapacitating agent.  Contractor employees shall be subject to dismissal from the premises upon determination by the Contracting Officer that such action is necessary in the interests of the Government.  In accordance with local directives and 18 U.S.C. 1382 (1972), the installation commander has the authority to bar individuals from the installation.  The removal from the job site or dismissal from the premises shall not relieve the contractor of the requirement to provide sufficient personnel to perform the services as required by this work statement.

C.1.3.3  QUALIFICATIONS.  The contractor shall have a valid contractor's license from any of the 50 United States. 

C.1.3.4  SECURITY REQUIREMENTS.  Contractor personnel, subcontractor personnel, or any representative of the contractor entering Yuma Proving Ground  shall abide by all security regulations and shall be subject to security check.

C.1.3.4.1  SEARCH AND SEIZURE.  Contractor personnel and property shall be subject to search and seizure upon entering the confines of the installation, while on the installation, and upon leaving the confines of the installation.

C.1.3.4.2  FACILITY CLEARANCE.  The contractor will not be working with any classified information or material.  A facility clearance is not required for this contract.

C.1.3.4.3  INSTALLATION ACCESS.  The contractor shall be responsible for assuring all contractor personnel authorized to perform work under this contract obtain installation access as follows:

Ten days prior to commencing work, the contractor shall provide to each addressee below a listing of all personnel employed under this contract.

(1)
Directorate of Contracting, USAYPG

ATTN:  SFCA-SR-YM
    
Contract No.______________

    
Yuma, Arizona 85365-9106

(2)
Directorate of Law Enforcement and Security, USAYPG

    


ATTN:  CSTE-DTC-YP-CS-LE-S

    
Contract No.______________

    
Yuma, Arizona 85365-9102

              

(Employees to work at YPG)

The information required for each employee is:

(1)
Employee's full name

(2)
Social Security Number

(3)
Date and Place of Birth

(4)
Naturalization Number (if applicable)

(5)
Citizenship

(6)
Alien Registration numbers shall be provided for each employee who is not a United States citizen

(7)
Date of Visit:

    
FROM:____________  TO:____________

(8)
Purpose of visit

(9)
YPG point of contact

Any change in personnel information (e.g. new hires, terminations, or changes in personnel information already on file) that occurs during the performance of the contract shall be reported immediately in writing to the above addresses.

C.1.3.4.4  SITE SECURITY.  The contractor shall be responsible for site security of his work area.

C.1.3.4.5 IDENTIFICATION BADGES.  All identification badges issued by YPG shall be returned immediately to the place of issuance when one of the following occurs:  (1) the completion of the contract (2) an individual's performance at YPG is terminated (3) if so directed by the Contracting Officer.  All identification badges issued to the contractor must be accounted for either by turn-in or statement of loss.  The contract shall not be considered complete or final payment made until all badges are accounted for.  When badges are issued they shall be worn in plain sight above the waist.

C.1.3.4.6  AUTOMATION SECURITY REQUIREMENTS:  Use of privately owned computers is prohibited at YPG without prior written consent of the Directorate of Law Enforcement and Security.  The contractor shall comply with AR 380-19 and the applicable supplements when computers are brought into the installation.

C.1.3.4.7  DAMAGE:  The contractor is responsible for the safeguard and protection of all materials and equipment under his control.  The contractor shall report any damage, vandalism, or theft of his property on YPG to the YPG Police Desk.

C.1.3.5  CONTRACTOR REPRESENTATIVE.  The contractor shall provide on site job supervisor who shall be physically present during work performance to conduct overall management coordination and furnish liaison with the Government.  The job supervisor shall be the point of contact with the government and shall have the authority to act or make decisions for the contractor on all matters pertaining to this contract.

C.1.3.5.1  The contractor shall provide the name and telephone number for the job supervisor to the Contracting Officer within 5 calendar days following the Notice to Proceed.  The contractor shall verbally notify the Contracting Officer of changes as they occur and provide written changes not later than 5 working days after the effective date of the change.

C.1.4  VEHICLE REGISTRATION.  Motor vehicles entering the installation shall have a valid license and state registration.    State license and registration shall be maintained current during the time the vehicle is in use on the installation.  

C.1.4.1  VEHICLE OPERATION.  Contractor personnel operating motor vehicles on the installation shall have a valid driver's license for the category of vehicle being operated and shall comply with posted signs on the installation.

C.1.4.2  CONTRACTOR VEHICLE IDENTIFICATION.  Contractor owned vehicles used in the performance of services under this contract shall be marked as commercial contractor vehicles. 

C.1.5  QUALITY CONTROL.  The contractor shall implement a complete quality control program that identifies potential and actual problem areas in providing requirements of the contract as specified and results in corrective action throughout the life of the contract.  The Quality Control Plan shall be provided to the Contracting Officer in accordance with Section 01330 SUBMITTAL PROCEDURES.  The Government will make final review and acceptance of the plan.  Changes to the plan shall be submitted to the Contracting Officer not later than 10 calendar days prior to the effective date of the change.  The basic tenet of the plan is that the contractor is responsible for quality.  All methods, procedures, and forms shall support this concept.  If the contractor's system fails to produce acceptable results, the Government may direct changes in the plan or take other actions as necessary to assure contract compliance, at the contractor's expense.  Inspection and testing by the Government does not relieve the contractor of his responsibilities unless specifically so stated in the contract.  Nothing expressed or implied in this contract shall be interpreted to limit the contractor's responsibility to perform sufficient numbers, types, or locations of tests and inspections to assure that all work meets the contract requirements.  The Quality Control Plan (QCP) shall:

C.1.5.1  Be structured to assure independence from any other parts of the contractor's organization.

C.1.5.2  Have direct accountability to the contractor's top management.

C.1.5.3  Address overall project management and administration.

C.1.5.4  Be a comprehensive program to plan and deliver quality services to the Government.  The plan shall have as a minimum three phases of control.

C.1.5.4.1  Preparatory Phase.  This phase shall be done prior to beginning work on each delivery order and shall include at least a review of the delivery order's scope of work and drawings, review of applicable specifications, assurance that all submittals have been submitted and approved, and review of safety procedures.

C.1.5.4.2  Initial Phase.  This phase shall be done at the beginning of the work.  The contractor shall examine required materials and equipment, workmanship, and safety procedures are being done in accordance with the specifications.

C.1.5.4.3  Follow-up Phase.  The contractor shall continue to monitor the quality of work, correct any deficiencies, and perform any required tests.  

C.1.5.5  Describe a method acceptable to the Government of identifying deficiencies in the quality of service performed under this contract before the level of performance becomes unacceptable and address processes for corrective actions without dependence upon Government direction.

C.1.5.6  Establish an inspection system covering all services required by this contract.  This plan shall specify areas to be inspected on either a scheduled or unscheduled basis and the title of the individual who will do the inspection.

C.1.5.7  Require documentation of all contractor quality control inspections and corrective actions be maintained by the contractor throughout the term of this contract.

C.1.5.8  Describe methods of direct and indirect communications with the Government regarding performance of the contract.  The communications shall include scheduled and informal meetings with the Government.

C.1.6  QUALITY ASSURANCE.  The Government will monitor the contractor's performance under this contract in accordance with the inspection clauses included in the contract and determine acceptance.

C.1.7  PHYSICAL SECURITY.  The contractor shall be pecuniarily liable for any damage to, or loss of, privately-owned property as a result of negligence on the part of the contractor or his employees during accomplishment of work required under this contract.  The Government will not effect repairs to privately-owned property under the terms of this contract.  Consequently, any repair made to privately-owned property by the contractor shall be at the contractor's risk and expense and will not be a liability to the Government.

C.1.7.1  KEY CONTROL.  The Contractor shall be responsible for keys provided to the contractor by the Government.  The contractor shall establish and implement procedures for ensuring that all keys issued are safeguarded and handled in accordance with Army Regulation (AR) 190-51.

C.1.7.1.1  The contractor shall report any occurrence of duplicated, misplaced, or lost keys to the COR within 2 hours after discovery and submit a written report to the COR and Contracting Officer by close of business the following day.  The written report shall provide complete details relating to duplication, misplaced key, or loss.

C.1.7.1.2  In the event a key is duplicated, misplaced, or lost, all locks and keys for that system will be replaced by the Government.  The contractor shall reimburse the Government for replacement of locks or rekeying required as a result of the incident.

C.1.8  FRAUD, WASTE, AND ABUSE.  The contractor shall be responsible for maintaining proper conduct and good discipline within contractor occupied work area(s).  Contractor personnel shall be encouraged to be alert to and report suspected situations of fraud, waste, and abuse or other intentionally dishonest conduct against the Government observed during or in the performance of this contract.

C.1.9  CONSERVATION OF UTILITIES.  Contractor personnel shall practice utilities conservation and shall operate under conditions which preclude waste of Government furnished utilities of water and electricity.

C.1.10  FIRE PROTECTION.  The contractor shall observe all directions for fire prevention and YPG Regulation 420-1.   The contractor is required to obtain a hot work permit prior to start up on each day hot work is to be performed and to have a fire extinguisher readily available at each work site.

C.1.11  ACCIDENT REPORTING.  The contractor's project manager shall immediately report all employee accidents, injuries or occupational illnesses, regardless of the severity, to the YPG  installation Safety Office and the Contracting Officer's Representative (COR).  The contractor shall maintain an accurate record of accidents resulting in traumatic injury or death and accidents resulting in damage to Government property, supplies and equipment.

C.1.12  SAFETY.  The contractor shall safeguard and maintain all Government property as well as provide for the safety and well-being of personnel employed in the administration of this contract.  The contractor shall comply with provisions of all safety regulations cited in Section C.6.  The contractor shall develop and implement a safety program for employees in accordance with the United States Army Corps of Engineers' Safety and Health Requirements Manual  EM 385-1-1.  The program must include preparation of an Accident Prevention Plan.  The plan shall be submitted to the COR in accordance with Section 01330 SUBMITTAL PROCEDURES for review and approval by the Safety Office.  Revisions shall be submitted at least 3 days prior to the effective date of the change.  As a minimum, the Accident Prevention Plan shall address:

(1)
Purpose

(2)
Company policy regarding accident/injury prevention

(3)
 Responsibilities

(4)
Administration 

(5)
OSHA requirements

(6)
Injury and accident report procedures

(7)
Hazard communication information, if applicable

(8)
Inspection and records

(9)
Education and training to include safety meetings.  Copies of all safety meeting minutes shall be provided to the COR and Contract Administrator

(10)
Incentive awards program for safety and suggestions

(11)
Fall protection program

C.1.13.1  The contractor shall comply with the Occupational Safety and Health Act (OSHA).  Contractor personnel shall wear safety items required by OSHA during the performance of tasks requiring protective equipment or clothing. 

C.1.13.2  The contractor shall assume full responsibility and liability for compliance with all applicable regulations pertaining to the health and safety of personnel during the execution of work and shall hold the Government harmless for any action on the contractor's part or that of the Contractor's employees or subcontractors which may result in illness, injury, or death.

C.1.13.3  CLASS 1 OZONE DEPLETING SUBSTANCES.  

C.1.13.3.1  Per Section 326 of Public Law 102-484, effective 1 June 1993, specifications and standards cannot require the use of Class 1 Ozone Depleting Substances (ODS) without approval.  There are some cases where a specification or standard allows the use of an ODS, but does not specifically require its use.  A situation of this type does not require substitution under the law.

C.1.13.3.2  If this requirement allows, but does not require, the use of a Class I ODS, although it is not mandatory for the contractor to use a non-ODS substance, the contractor is encouraged to give preference to using the non-ODS choice.

C.1.13.4  The contractor shall maintain on file copies of Material Safety Data Sheets (MSDS) for all hazardous material stored, transported or used on YPG.  The contractor shall furnish copies of all MSDS's to the COR.

C.1.14  FILES.  The contractor shall maintain complete and accurate files of documentation, records and reports required under the terms of this contract.  The contractor shall not allow access to the files by any government agency, non-government agency, or individual unless specifically authorized by the Contracting Officer.  Files shall be made available to the Contracting Officer or designated representative upon request.  All files will become the property of the Government and shall be turned over to the Contracting Officer at the completion or termination of this contract.

C.1.15  DISCLOSURE OF INFORMATION.  Neither the contractor, nor contractor personnel, shall divulge or release data or information developed or obtained under performance of this work statement, except to authorized government personnel or upon written approval of the Contracting Officer.  

C.1.15.1  The contractor shall direct to the Contracting Officer all inquiries, comments, or complaints arising from matters observed, experienced, or learned as a result of, or in connection with the performance of this contract, the resolution of which may require the dissemination of official information.

C.1.15.2  Inquiries received by the contractor for work performed under this contract shall be referred to the Government for evaluation under the Freedom of Information Act of 1975, Public Law 93-502, 5 U.S.C., Section 552.  The determination of whether records will be released will remain with the Government.  The contractor shall be responsible for search and submission of records upon request by the Government.
C.1.15.3  The contractor shall not release any information (including photographs, files, public announcements, statements, denials or confirmations) on any part of the subject matter of this contract or any phase of any program hereunder without the prior written approval of the Contracting Officer.

C.1.16  SMOKING.  There is no smoking allowed in any Government facilities unless otherwise posted as a designated smoking area.

C.2  DEFINITIONS.  For the purpose of this contract, the following definitions will apply.

C.2.1  STANDARD DEFINITIONS.

C.2.1.1  CONTRACT ADMINISTRATOR.  The official Government representative delegated authority by the Contracting Officer to administer a contract.  This individual, normally working in an appropriate contracting or procurement career field, advises on all administrative contractual matters.

C.2.1.2  CONTRACTING OFFICER.  A person duly appointed with the authority to enter into and administer contracts on behalf of the Government.

`

C.2.1.3  CONTRACTING OFFICER'S REPRESENTATIVE (COR).  An individual designated in writing by the Contracting Officer to act as an authorized representative of the Contracting Officer to perform specific technical contract functions within the scope and limitations as defined by the Contracting Officer.

C.2.1.4  CONTRACTOR.  The contractor, its subsidiaries and affiliates, joint ventures involving the contractor, or any entity which the contractor may have merged or any individual or entity that works for the contractor under this contract.

C.2.2  TECHNICAL DEFINITIONS.

C.2.2.1  ASTM.  American Society for Testing and Materials.

C.2.2.2  AUTHORIZED VISITOR.  Any visitor to the site whose visit has been authorized by the Government.

C.2.2.3  CALENDAR DAY.  The time from midnight to midnight.

C.2.2.4  GOVERNMENT.  The U.S. Army, Yuma Proving Ground hereinafter referred to as the Government, the Contracting Officer, or the COR as applicable.

C.2.2.5   LEGAL PUBLIC HOLIDAYS.  Holidays in each calendar year identified as follows:

New Year’s Day, January 1

Martin Luther King’s birthday, the third Monday in January

President’s Day, the third Monday in February

Memorial Day, the last Monday in May

Independence Day, July 4

Labor Day, the first Monday in September

Columbus Day, the second Monday in October

Veteran’s Day, November 11

Thanksgiving Day, the fourth Thursday in November; and

Christmas Day, December 25

C.2.2.6   MSDS.  Material Safety Data Sheet - OSHA Form 20 or equivalent form containing health hazard information about chemical products.

C.2.2.7   OSHA.  Occupational Safety and Health Administration.

C.3   GOVERNMENT FURNISHED PROPERTY (GFP) AND SERVICES.

C.3.1   UTILITIES.  The Government will provide (reasonable) and maintain electrical and water services currently available in the work area.

C.3.2   LANDFILL.  Contractor may not dump non-hazardous materials associated with his work at YPG at the YPG landfill.

C.4   CONTRACTOR FURNISHED ITEMS.  The contractor shall furnish all property and services not specifically identified in Section C.3 as government furnished, but which are necessary to perform the requirements of this contract.  Contractor furnished property and services shall be compatible with existing government systems.

C.4.1   MATERIALS.  The contractor shall deliver all materials in the original packages, containers or bundles bearing the name of the manufacturer, the brand name, and labeling as required by 29 CFR 1910.1200.  The contractor shall store all materials subject to damage off the ground, away from wet or damp surfaces, and under cover sufficient to prevent damage or contamination.  The contractor shall not use damaged or deteriorating materials and shall remove them from the premises.

C.5   SPECIFIC TASKS.

C.5.1   MANAGEMENT DUTIES.  The contractor shall be responsible for management (engineering, safety, construction quality/assurance) duties as delineated in the following tasks:

C.5.1.1   SUBMITTAL PROCEDURE.  Submittals shall be made as follows:

C.5.1.1.1  Procedures.  Submittals shall be submitted to the COR in one package at the pre- construction meeting.  Three (3) sets shall be submitted in 3-ring binders.  One set will be returned to the contractor after review.  Required samples shall be submitted concurrently with the package.  Only one set of samples shall be submitted and this set will be retained by the Government.  Incomplete submittal packages may be returned to the contractor for completion and re-submittal with no action taken.  If the submittal is returned for correction or is not satisfactory and is disapproved by the COR, the contractor shall resubmit the corrected material in the same quantity as specified for the original submittal for approval within 5 days after receipt by him/her of the disapproved material.

C.5.1.1.2   Deviations.  For submittals which include proposed deviations requested by the contractor, the column “variation” of ENG Form 4025 shall be checked. The contractor shall set forth in writing the reason for any deviations and annotate such deviations on the submittal.  The Government reserves the right to rescind inadvertent approval of submittals containing unnoted deviations.

C.5.1.2  GOVERNMENT APPROVED SUBMITTALS.  Upon completion of review of submittals requiring Government approval, the submittals will be identified as having received approval by being so signed and dated.  Two (2) copies of the submittals will be retained by the COR and one (1) copy of the submittal will be returned to the contractor.

C.5.1.3  The contractor shall submit to the COR before noon of the following work day a daily report showing work done, general weather conditions, problems encountered and any other information deemed pertinent.  The job supervisor(s) shall report to the COR daily to discuss work progress and any problems.

C.5.1.6   Meetings.  The contractor shall attend a pre-construction meeting.

C.5.2   Site Waste.  The contractor is responsible for keeping the work site free from debris and trash in accordance with FAR 52.236-12.  Removal of trash and debris shall be on a daily basis.

C.5.3   Storm Protection.  When inclement weather such as rain or wind is eminent, the contractor shall take every practical precaution to minimize interior and exterior damage to government property.

C.6   APPLICABLE DOCUMENTS.  The contractor shall comply with the following regulations, requirements and standards and shall be directly responsible for compliance on the part of his agents, employees, material suppliers and subcontractors.  The contractor shall directly receive and be responsible for all citations, assessments, fines or penalties that may be incurred by reason of his agents, employees, material suppliers or subcontractors failing to comply.  Where conflicts exist between requirements, the more stringent requirement will govern.

C.6.1   OCCUPATIONAL SAFETY AND HEALTH ACT.  The contractor shall comply with the requirements of the General Industry Safety and Health Standards, 29 CFR Part 1910 and the Safety and Health Regulations for Construction, 29 CFR Part 1926, including any other standards and regulations which are incorporated therein.

C.6.2   NATIONAL EMISSION STANDARD FOR HAZARDOUS AIR POLLUTANTS.  The contractor shall comply with the National Emission Standard for Hazardous Air Pollutants, 40 CFR Part 61, Subparts A and B as amended and applicable.

C.6.3   STATE AND LOCAL REQUIREMENTS.  The contractor shall comply with the State of Arizona Division of Occupational safety and Health Regulations for construction.

C.6.4   INTERNATIONAL CONFERENCE OF BUILDING OFFICIALS (ICBO) DOCUMENTS.  The contractor shall perform all work to comply with the Uniform Building Code, latest edition; Uniform Mechanical Building Code, latest edition; Uniform plumbing Code, latest edition, National Electrical Code, latest edition.

C.6.5   CORPS OF ENGINEERS.  Safety and Health Requirements Manual EM 385-1-1, latest edition.

C.6.6   AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH): 1995-1996 Threshold limit Values for Chemical Substances and Physical Agents and Biological Exposure Indices.

C.7   PAYMENT.  Payment shall be approved by the Contracting Officer’s Representative.  It is strongly recommended that the contractor discuss progress payments with the COR prior to invoicing in order to avoid delays in payments.  Final payment will not be paid until final as-builts have been received and approved.

C.8   AS-BUILTS.  The contractor shall be required to have one set of full size project as-built drawings at the construction site during work hours at all times.  Contractor shall provide an electronic file of all drawings on a CD reflecting “As-Built” conditions as well as his set of red-lined as-built drawings to the COR within 14 working days after all work is completed.  Each sheet of the drawings shall be clearly marked “As-Built”.  Drawings shall be size “ARCH D 24”x36” . The electronic drawings shall be in AutoCAD (R2000 or later).  Final payment will not be authorized until final as-built drawings have been received and accepted by the COR.

--End of Section—
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Contractor must comply with all applicable OSHA standards.

Section E - INSPECTION AND ACCEPTANCE

DELIVERY INFORMATION
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AC 52.242-4003 – GOVERNMENT-CONTRACTOR RELATIONSHIPS 


a.  The Government and the contractor understand and agree that the services to be delivered under this contract by the contractor to the Government are non-personal services and the parties recognize and agree that no employer-employee or master-servant relationships exist or will exist under the contract between the Government and the contractor and/or between the Government and the contractor’s employees.  It is therefore in the best interest of the Government to afford the parties a full and complete understanding of their respective obligations.


b.  Contractor personnel under this contract shall not:


     (1)  be placed in a position where they are appointed or employed by a Federal Officer, or are 

under the supervision, direction, or evaluation of a Federal Officer, Military or Civilian.


     (2)  be placed in a staff or policy making position.


     (3)  be placed in a position of command, supervision, administration or control over DA Military or Civilian personnel, or personnel of other contractors, or become a part of the Government organization.


     (4)  be used for the purpose of avoiding manpower ceilings or other personnel rules and regulations of DA or the Civil Service Commission.


     (5)  be used in administration or supervision of military procurement activities.


c.  Employee Relationships:


     (1)  The services to be performed under this contract do not require the contractor or its employees to exercise personal judgment and discretion on behalf of the Government, but rather the contractor’s employees will act and exercise personal judgment and discretion on behalf of the contractor.


     (2)  Rules, regulations, directions, and requirements which are issued by command authorities

under their responsibility for good order, administration, and security are applicable to all personnel who

enter the installation, or who travel on Government transportation.  This is not to be construed or interpreted to establish any degree of Government control which is inconsistent with a non-personal services contract.
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52.225-9      BUY AMERICAN ACT—CONSTRUCTION MATERIALS (JUN 2003)

(a) Definitions. As used in this clause--

Component means an article, material, or supply incorporated directly into a construction material.

Construction material means an article, material, or supply brought to the construction site by the Contractor or a subcontractor for incorporation into the building or work. The term also includes an item brought to the site preassembled from articles, materials, or supplies. However, emergency life safety systems, such as emergency lighting, fire alarm, and audio evacuation systems, that are discrete systems incorporated into a public building or work and that are produced as complete systems, are evaluated as a single and distinct construction material regardless of when or how the individual parts or components of those systems are delivered to the construction site. Materials purchased directly by the Government are supplies, not construction material.

Cost of components means--

(1) For components purchased by the Contractor, the acquisition cost, including transportation costs to the place of incorporation into the construction material (whether or not such costs are paid to a domestic firm), and any applicable duty (whether or not a duty-free entry certificate is issued); or

(2) For components manufactured by the Contractor, all costs associated with the manufacture of the component, including transportation costs as described in paragraph (1) of this definition, plus allocable overhead costs, but excluding profit. Cost of components does not include any costs associated with the 

manufacture of the end product.

Domestic construction material means--

(1) An unmanufactured construction material mined or produced in the United States; or

(2) A construction material manufactured in the United States, if the cost of its components mined, produced, or manufactured in the United States exceeds 50 percent of the cost of all its components. Components of foreign origin of the same class or kind for which nonavailability determinations have been made are treated as domestic.

Foreign construction material means a construction material other than a domestic construction material.

United States means the 50 States, the District of Columbia, and outlying areas.

(b) Domestic preference. (1) This clause implements the Buy American Act (41 U.S.C. 10a-10d) by providing a preference for domestic construction material. The Contractor shall use only domestic construction material in performing this contract, except as provided in paragraphs (b)(2) and (b)(3) of this clause.

(2) This requirement does not apply to the construction material or components listed by the Government as follows: 

None

(3) The Contracting Officer may add other foreign construction material to the list in paragraph (b)(2) of this clause if the Government determines that

(i) The cost of domestic construction material would be unreasonable. The cost of a particular domestic construction material subject to the requirements of the Buy American Act is unreasonable when the cost of such material exceeds the cost of foreign material by more than 6 percent;

(ii) The application of the restriction of the Buy American Act to a particular construction material would be impracticable or inconsistent with the public interest; or

(iii) The construction material is not mined, produced, or manufactured in the United States in sufficient and reasonably available commercial quantities of a satisfactory quality.

(c) Request for determination of inapplicability of the Buy American Act. (1)(i) Any Contractor request to use foreign construction material in accordance with paragraph (b)(3) of this clause shall include adequate information for Government evaluation of the request, including--

(A) A description of the foreign and domestic construction materials;

(B) Unit of measure;

(C) Quantity;

(D) Price;

(E) Time of delivery or availability;

(F) Location of the construction project;

(G) Name and address of the proposed supplier; and

(H) A detailed justification of the reason for use of foreign construction materials cited in accordance with paragraph (b)(3) of this clause.

(ii) A request based on unreasonable cost shall include a reasonable survey of the market and a completed price comparison table in the format in paragraph (d) of this clause.

(iii) The price of construction material shall include all delivery costs to the construction site and any applicable duty (whether or not a duty-free certificate may be issued).

(iv) Any Contractor request for a determination submitted after contract award shall explain why the Contractor could not reasonably foresee the need for such determination and could not have requested the determination before contract award. If the Contractor does not submit a satisfactory explanation, the Contracting Officer need not make a determination.

(2) If the Government determines after contract award that an exception to the Buy American Act applies and the Contracting Officer and the Contractor negotiate adequate consideration, the Contracting Officer will modify the contract to allow use of the foreign construction material. However, when the basis for the exception is the unreasonable price of a domestic construction material, adequate consideration is not less than the differential established in paragraph (b)(3)(i) of this clause.

(3) Unless the Government determines that an exception to the Buy American Act applies, use of foreign construction material is noncompliant with the Buy American Act.

(d) Data. To permit evaluation of requests under paragraph (c) of this clause based on unreasonable cost, the Contractor shall include the following information and any applicable supporting data based on the survey of suppliers:

                          Foreign and Domestic Construction Materials Price Comparison

----------------------------------------------------------------------------------------------------------------

  Construction material description        Unit of measure              Quantity           Price (dollars) \1\

----------------------------------------------------------------------------------------------------------------

Item 1

    Foreign construction material....  .......................  .......................  .......................

    Domestic construction material...  .......................  .......................  .......................

Item 2

    Foreign construction material....  .......................  .......................  .......................

    Domestic construction material...  .......................  .......................  .......................

----------------------------------------------------------------------------------------------------------------

Include all delivery costs to the construction site and any applicable duty (whether or not a duty-free entry certificate is issued).

List name, address, telephone number, and contact for suppliers surveyed. Attach copy of response; if oral, attach summary.

Include other applicable supporting information.

(End of clause)

52.236-4     PHYSICAL DATA (APR 1984)

Data and information furnished or referred to below is for the Contractor's information.  The Government shall not be responsible for any interpretation of or conclusion drawn from the data or information by the Contractor.

(a) The indications of physical conditions on the drawings and in the specifications are the result of site investigations by . . . . . . . . . [insert a description of investigational methods used, such as surveys, auger borings, core borings, test pits, probings, test tunnels].

(b) Weather conditions . . . . . . . . . (insert a summary of weather records and warnings).

(c) Transportation facilities . . . . . . . . . (insert a summary of transportation facilities providing access from the site, including information about their availability and limitations.

(d) . . . . . . . . . . (insert other pertinent information).

(End of clause)
52.252-2      CLAUSES INCORPORATED BY REFERENCE (FEB 1998) 

This contract incorporates one or more clauses by reference, with the same force and effect as if they were given in full text. Upon request, the Contracting Officer will make their full text available. Also, the full text of a clause may be accessed electronically at this/these address(es):

http://www.arnet.gov/far
http://farsite.hill.af.mil
(End of clause)

252.216-7000     ECONOMIC PRICE ADJUSTMENT--BASIC STEEL, ALUMINUM, BRASS, BRONZE OR COPPER MILL PRODUCTS (DEC 1991)

(a)  Definitions.  As used in this clause,  "Established price" means a price which--

(1) Is an established catalog or market price for a commercial item sold in substantial quantities to the general public; and

(2) Meets the criteria of FAR 15.804-3. "Unit Price" excludes any part of the price which reflects requirements for preservation, packaging and packing beyond standard commercial practice.

(b)  The Contractor warrants that the unit price stated for ____________ is not in excess of the Contractor's established price in effect on the date set for opening of bids (or the contract date if this is a negotiated contract) for like quantities of the same item.  This price is the net price after applying any applicable standard trade discounts offered by the Contractor from its catalog, list, or schedule price.

(c)  The Contractor shall promptly notify the Contracting Officer of the amount and effective date of each decrease in any established price.

(1) Each corresponding contract unit price shall be decreased by the same percentage that the established price is decreased.

(2) This decrease shall apply to items delivered on or after the effective date of the decrease in the Contractor's established price.

(3) This contract shall be modified accordingly.

(4) The Contractor shall certify on each invoice that each unit price stated reflects all decreases required by this clause, or shall certify on the final invoice that all price decreases required by this clause have been applied as required.

(d)  If the Contractor's established price is increased after the date set for opening of bids (or the contract date if this is a negotiated contract), upon the Contractor's written request to the Contracting Officer, the corresponding contract unit price shall be increased by the same percentage that the established price is increased, and this contract shall be modified accordingly, provided--

(1) The aggregate of the increases in any contract unit price under this contract shall not exceed 10 percent of the original contract unit price;

(2) The increased contract unit price shall be effective on the effective date of the increase in the applicable established price if the Contractor's written request is received by the Contracting Officer within ten days of the change.  If it is not, the effective date of the increased unit price shall be the date of receipt of the request by the Contracting Officer; and

(3) The increased contract unit price shall not apply to quantities scheduled for delivery before the effective date of the increased contract unit price unless the Contractor's failure to deliver before that date results from causes beyond the control and without the fault or negligence of the Contractor, within the meaning of the Default clause of this contract.

(4) The Contracting Officer shall not execute a modification incorporating an increase in a contract unit price under this clause until the increase is verified.

(e)  Within 30 days after receipt of the Contractor's written request, the Contracting Officer may cancel, without liability to either party, any portion of the contract affected by the requested increase and not delivered at the time of such cancellation, except as follows--

(1) The Contractor may after that time deliver any items which the Contractor certifies, by notice received by the Contracting Officer within ten days after the Contractor receives the cancellation notice, were completed or in the process of manufacture at the time of receipt of the cancellation notice.

(2) The Government shall pay for those items at the contract unit price increased to the extent provided by paragraph (d) of this clause.

(3) Any standard steel supply item shall be deemed to be in the process of manufacture when the steel for that item is in the state of processing after the beginning of the furnace melt.

(f)  Pending any cancellation of this contract under paragraph (e) of this clause, or if there is no cancellation, the Contractor shall continue deliveries according to the delivery schedule of the contract.  The Contractor shall be paid for those deliveries at the contract unit price increased to the extent provided by paragraph (d) of this clause.

(End of clause)

252.236-7001     CONTRACT DRAWINGS, MAPS, AND SPECIFICATIONS (AUG 2000) 

(a) The Government will provide to the Contractor, without charge, one set of contract drawings and specifications, except publications incorporated into the technical provisions by reference, in electronic or paper media as chosen by the Contracting Officer.

(b) The Contractor shall--

(1) Check all drawings furnished immediately upon receipt;

(2) Compare all drawings and verify the figures before laying out the work;

(3) Promptly notify the Contracting Officer of any discrepancies;

(4) Be responsible for any errors that might have been avoided by complying with this paragraph (b); and

(5) Reproduce and print contract drawings and specifications as needed.

(c) In general--

(1) Large-scale drawings shall govern small-scale drawings; and

(2) The Contractor shall follow figures marked on drawings in preference to scale measurements.

(d) Omissions from the drawings or specifications or the misdescription of details of work that are manifestly necessary to carry out the intent of the drawings and specifications, or that are customarily performed, shall not relieve the Contractor from performing such omitted or misdescribed details of the work. The Contractor shall perform such details as if fully and correctly set forth and described in the drawings and specifications.

(e) The work shall conform to the specifications and the contract drawings identified on the following index of drawings:

  Title      Contstruct Shade Structure, Yuma Proving Ground, Yuma, Arizona

  File        WR NO. 2644, dated June 26, 2004

   Drawing No.    Page 1 of 2
(End of clause)

Section K - REPS & CERTS AND OTHER STATEMENTS OF OFFERORS 

CLAUSES INCORPORATED BY REFERENCE

	52.203-11 
	Certification And Disclosure Regarding Payments To Influence Certain Federal Transactions 
	APR 1991 
	 

	52.222-38 
	Compliance With Veterans' Employment Reporting Requirements 
	DEC 2001 
	 

	52.223-13 
	Certification of Toxic Chemical Release Reporting 
	AUG 2003 
	 

	252.223-7001 
	Hazard Warning Labels 
	DEC 1991 
	 

	252.225-7031 
	Secondary Arab Boycott Of Israel 
	APR 2003 
	 

	252.247-7022 
	Representation Of Extent Of Transportation Of Supplies By Sea 
	AUG 1992 
	 


CLAUSES INCORPORATED BY FULL TEXT

52.203-2     CERTIFICATE OF INDEPENDENT PRICE DETERMINATION (APR 1985)

(a) The offeror certifies that --

(1) The prices in this offer have been arrived at independently, without, for the purpose of restricting competition, any consultation, communication, or agreement with any other offeror or competitor relating to –

(i) Those prices, 

(ii) The intention to submit an offer, or 

(iii) The methods of factors used to calculate the prices offered:

(2) The prices in this offer have not been and will not be knowingly disclosed by the offeror, directly or indirectly, to any other offeror or competitor before bid opening (in the case of a sealed bid solicitation) or contract award (in the case of a negotiated solicitation) unless otherwise required by law; and

(3) No attempt has been made or will be made by the offeror to induce any other concern to submit or not to submit an offer for the purpose of restricting competition.

(b) Each signature on the offer is considered to be a certification by the signatory that the signatory --

(1) Is the person in the offeror's organization responsible for determining the prices offered in this bid or proposal, and that the signatory has not participated and will not participate in any action contrary to subparagraphs (a)(1) through (a)(3) of this provision; or

(2) (i) Has been authorized, in writing, to act as agent for the following principals in certifying that those principals have not participated, and will not participate in any action contrary to subparagraphs (a)(1) through (a)(3) of this provison   ______________________________________________________ (insert full name of person(s) in the offeror's organization responsible for determining the prices offered in this bid or proposal, and the title of his or her position in the offeror's organization);

(ii) As an authorized agent, does certify that the principals named in subdivision (b)(2)(i) above have not participated, and will not participate, in any action contrary to subparagraphs (a)(1) through (a)(3) above; and

(iii) As an agent, has not personally participated, and will not participate, in any action contrary to subparagraphs (a)(1) through (a)(3) of this provision.

(c) If the offeror deletes or modifies subparagraph (a)(2) of this provision, the offeror must furnish with its offer a signed statement setting forth in detail the circumstances of the disclosure.

(End of clause)

52.204-3      TAXPAYER IDENTIFICATION (OCT 1998)

(a) Definitions.

“Common parent,” as used in this provision, means that corporate entity that owns or controls an affiliated group of corporations that files its Federal income tax returns on a consolidated basis, and of which the offeror is a member.

“Taxpayer Identification Number (TIN),” as used in this provision, means the number required by the Internal Revenue Service (IRS) to be used by the offeror in reporting income tax and other returns. The TIN may be either a Social Security Number or an Employer Identification Number.

(b) All offerors must submit the information required in paragraphs (d) through (f) of this provision to comply with debt collection requirements of 31 U.S.C. 7701(c) and 3325(d), reporting requirements of 26 U.S.C. 6041, 6041A, and 6050M, and implementing regulations issued by the IRS. If the resulting contract is subject to the payment reporting requirements described in Federal Acquisition Regulation (FAR) 4.904, the failure or refusal by the offeror to furnish the information may result in a 31 percent reduction of payments otherwise due under the contract.

(c) The TIN may be used by the Government to collect and report on any delinquent amounts arising out of the offeror's relationship with the Government (31 U.S.C. 7701(c)(3)). If the resulting contract is subject to the payment reporting requirements described in FAR 4.904, the TIN provided hereunder may be matched with IRS records to verify the accuracy of the offeror's TIN.

(d) Taxpayer Identification Number (TIN).

___  TIN:._____________________________

___  TIN has been applied for.

___  TIN is not required because:

___  Offeror is a nonresident alien, foreign corporation, or foreign partnership that does not have income effectively connected with the conduct of a trade or business in the United States and does not have an office or place of business or a fiscal paying agent in the United States;

___  Offeror is an agency or instrumentality of a foreign government;

___  Offeror is an agency or instrumentality of the Federal Government.

(e) Type of organization.

___  Sole proprietorship;

___  Partnership;

___  Corporate entity (not tax-exempt);

___  Corporate entity (tax-exempt);

___  Government entity (Federal, State, or local);

___  Foreign government;

___  International organization per 26 CFR 1.6049-4;

___  Other ________________________________
(f) Common parent.

___  Offeror is not owned or controlled by a common parent as defined in paragraph (a) of this provision.

___  Name and TIN of common parent:

Name __________________________________________

TIN ____________________________________________

(End of provision)

52.204-5      Women-Owned Business (OTHER THAN SMALL BUSINESS)  (MAY 1999)

(a) Definition. Women-owned business concern, as used in this provision, means a concern that is at least 51 percent owned by one or more women; or in the case of any publicly owned business, at least 51 percent of its stock is owned by one or more women; and whose management and daily business operations are controlled by one or more women.

(b) Representation. [Complete only if the offeror is a women-owned business concern and has not represented itself as a small business concern in paragraph (b)(1) of FAR 52.219-1, Small Business Program Representations, of this solicitation.] The offeror represents that it (  ) is a women-owned business concern.

(End of provision)

52.209-5     CERTIFICATION REGARDING DEBARMENT, SUSPENSION, PROPOSED DEBARMENT, AND OTHER RESPONSIBILITY MATTERS (DEC 2001)

(a)(1) The Offeror certifies, to the best of its knowledge and belief, that- 

(i) The Offeror and/or any of its Principals- 

(A) Are (  ) are not (  ) presently debarred, suspended, proposed for debarment, or declared ineligible for the award of contracts by any Federal agency; 

(B) Have (  ) have not (  ), within a three-year period preceding this offer, been convicted of or had a civil judgment rendered against them for: commission of fraud or a criminal offense in connection with obtaining, attempting to obtain, or performing a public (Federal, state, or local) contract or subcontract; violation of Federal or state antitrust statutes relating to the submission of offers; or commission of embezzlement, theft, forgery, bribery, falsification or destruction of records, making false statements, tax evasion, or receiving stolen property; and 

(C) Are (  ) are not (  ) presently indicted for, or otherwise criminally or civilly charged by a governmental entity with, commission of any of the offenses enumerated in paragraph (a)(1)(i)(B) of this provision. 

(ii) The Offeror has (  ) has not (  ), within a three-year period preceding this offer, had one or more contracts terminated for default by any Federal agency. 

(2) "Principals," for the purposes of this certification, means officers; directors; owners; partners; and, persons having primary management or supervisory responsibilities within a business entity (e.g., general manager; plant manager; head of a subsidiary, division, or business segment, and similar positions). 

This Certification Concerns a Matter Within the Jurisdiction of an Agency of the United States and the Making of a False, Fictitious, or Fraudulent Certification May Render the Maker Subject to Prosecution Under Section 1001, Title 18, United States Code. 

(b) The Offeror shall provide immediate written notice to the Contracting Officer if, at any time prior to contract award, the Offeror learns that its certification was erroneous when submitted or has become erroneous by reason of changed circumstances. 

(c) A certification that any of the items in paragraph (a) of this provision exists will not necessarily result in withholding of an award under this solicitation. However, the certification will be considered in connection with a determination of the Offeror's responsibility. Failure of the Offeror to furnish a certification or provide such additional information as requested by the Contracting Officer may render the Offeror nonresponsible. 

(d) Nothing contained in the foregoing shall be construed to require establishment of a system of records in order to render, in good faith, the certification required by paragraph (a) of this provision. The knowledge and information of an Offeror is not required to exceed that which is normally possessed by a prudent person in the ordinary course of business dealings. 

(e) The certification in paragraph (a) of this provision is a material representation of fact upon which reliance was placed when making award. If it is later determined that the Offeror knowingly rendered an erroneous certification, in addition to other remedies available to the Government, the Contracting Officer may terminate the contract resulting from this solicitation for default. 

(End of provision)

52.222-22      PREVIOUS CONTRACTS AND COMPLIANCE REPORTS (FEB 1999)

The offeror represents that --

(a) (  ) It has, (  ) has not participated in a previous contract or subcontract subject to the Equal Opportunity clause of this solicitation;

(b) (  ) It has, (  ) has not, filed all required compliance reports; and

(c) Representations indicating submission of required compliance reports, signed by proposed subcontractors, will be obtained before subcontract awards.

(End of provision)

52.222-25     AFFIRMATIVE ACTION COMPLIANCE (APR 1984)

The offeror represents that 

(a) [  ] it has developed and has on file, [  ] has not developed and does not have on file, at each establishment, affirmative action programs required by the rules and regulations of the Secretary of Labor (41 CFR 60-1 and 60-2), or 

(b) [  ] has not previously had contracts subject to the written affirmative action programs requirement of the rules and regulations of the Secretary of Labor.

(End of provision)

252.209-7001    DISCLOSURE OF OWNERSHIP OR CONTROL BY THE GOVERNMENT OF A  TERRORIST COUNTRY (MAR 1998)

(a) "Definitions."

As used in this provision --

(a) "Government of a terrorist country" includes the state and the government of a terrorist country, as well as any political subdivision, agency, or instrumentality thereof.

(2) "Terrorist country" means a country determined by the Secretary of State, under section 6(j)(1)(A) of the Export Administration Act of 1979 (50 U.S.C. App. 2405(j)(i)(A)), to be a country the government of which has repeatedly provided support for such acts of international terrorism.  As of the date of this provision, terrorist countries include:  Cuba, Iran, Iraq, Libya, North Korea, Sudan, and Syria.

(3) "Significant interest" means --

(i) Ownership of or beneficial interest in 5 percent or more of the firm's or subsidiary's securities.  Beneficial interest includes holding 5 percent or more of any class of the firm's securities in "nominee shares," "street names," or some other method of holding securities that does not disclose the beneficial owner;

(ii) Holding a management position in the firm, such as a director or officer;

(iii) Ability to control or influence the election, appointment, or tenure of directors or officers in the firm;

(iv) Ownership of 10 percent or more of the assets of a firm such as equipment, buildings, real estate, or other tangible assets of the firm; or

(v) Holding 50 percent or more of the indebtness of a firm.

(b) "Prohibition on award."

In accordance with 10 U.S.C. 2327, no contract may be awarded to a firm or a subsidiary of a firm if the government of a terrorist country has a significant interest in the firm or subsidiary or, in the case of a subsidiary, the firm that owns the subsidiary, unless a waiver is granted by the Secretary of Defense.

(c) "Disclosure."

If the government of a terrorist country has a significant interest in the Offeror or a subsidiary of the Offeror, the Offeror shall disclosure such interest in an attachment to its offer.  If the Offeror is a subsidiary, it shall also disclose any significant interest the government of a terrorist country has in any firm that owns or controls the subsidiary.  The disclosure shall include --

(1) Identification of each government holding a significant interest; and

(2) A description of the significant interest held by each government.
(End of provision)

Section L - INSTRUCTIONS, CONDITIONS & NOTICES TO OFFERORS 

CLAUSES INCORPORATED BY REFERENCE

	52.204-6 
	Data Universal Numbering System (DUNS) Number 
	OCT 2003 
	 

	52.215-1 
	Instructions to Offerors--Competitive Acquisition 
	JAN 2004 
	 

	52.222-23 
	Notice of Requirement for Affirmative Action to Ensure Equal Employment Opportunity for Construction 
	FEB 1999 
	 

	52.233-2 
	Service Of Protest 
	AUG 1996 
	 

	52.252-1 
	Solicitation Provisions Incorporated By Reference 
	FEB 1998 
	 

	52.252-5 
	Authorized Deviations In Provisions 
	APR 1984 
	 

	252.204-7001 
	Commercial And Government Entity (CAGE) Code Reporting 
	AUG 1999 
	 


CLAUSES INCORPORATED BY FULL TEXT

52.216-1     TYPE OF CONTRACT (APR 1984)

The Government contemplates award of a Firm-Fixed Price contract resulting from this solicitation.

(End of clause)

52.225-10     NOTICE OF BUY AMERICAN ACT REQUIREMENT--CONSTRUCTION MATERIALS (MAY 2002)

(a) Definitions. Construction material, domestic construction material, and foreign construction material, as used in this provision, are defined in the clause of this solicitation entitled “Buy American Act --Construction Materials” (Federal Acquisition Regulation (FAR) clause 52.225-9).

(b) Requests for determinations of inapplicability. An offeror requesting a determination regarding the inapplicability of the Buy American Act should submit the request to the Contracting Officer in time to allow a determination before submission of offers. The offeror shall include the information and applicable supporting data required by paragraphs (c) and (d) of the clause at FAR 52.225-9 in the request. If an offeror has not requested a determination regarding the inapplicability of the Buy American Act before submitting its offer, or has not received a response to a previous request, the offeror shall include the information and supporting data in the offer.

(c) Evaluation of offers. (1) The Government will evaluate an offer requesting exception to the requirements of the Buy American Act, based on claimed unreasonable cost of domestic construction material, by adding to the offered price the appropriate percentage of the cost of such foreign construction material, as specified in paragraph (b)(3)(i) of the clause at FAR 52.225-9.

(2) If evaluation results in a tie between an offeror that requested the substitution of foreign construction material based on unreasonable cost and an offeror that did not request an exception, the Contracting Officer will award to the offeror that did not request an exception based on unreasonable cost.

(d) Alternate offers. 

(1) When an offer includes foreign construction material not listed by the Government in this solicitation in paragraph (b)(2) of the clause at FAR 52.225-9, the offeror also may submit an alternate offer based on use of equivalent domestic construction material.

(2) If an alternate offer is submitted, the offeror shall submit a separate Standard Form 1442 for the alternate offer, and a separate price comparison table prepared in accordance with paragraphs (c) and (d) of the clause at FAR 52.225-9 for the offer that is based on the use of any foreign construction material for which the Government has not yet determined an exception applies.

(3) If the Government determines that a particular exception requested in accordance with paragraph (c) of the clause at FAR 52.225-9 does not apply, the Government will evaluate only those offers based on use of the equivalent domestic construction material, and the offeror shall be required to furnish such domestic construction material. An offer based on use of the foreign construction material for which an exception was requested--

(i) Will be rejected as nonresponsive if this acquisition is conducted by sealed bidding; or

(ii) May be accepted if revised during negotiations.

(End of provision)

52.236-27     SITE VISIT (CONSTRUCTION) (FEB 1995) – ALTERNATE I (FEB 1995)

(a) The clauses at 52.236-2, Differing Site Conditions, and 52.236-3, Site Investigations and Conditions Affecting the Work, will be included in any contract awarded as a result of this solicitation.  Accordingly, offerors or quoters are urged and expected to inspect the site where the work will be performed.

(b) An organized site visit has been scheduled for--


September 8, 2004,  at 7:30 AM


(c)  Participants will meet at--


Contracting Conference Room, Bldg 2100, Yuma Proving Ground.  

(End of provision)
52.236-28      PREPARATION OF PROPOSALS--CONSTRUCTION (OCT 1997)

(a) Proposals must be (1) submitted on the forms furnished by the Government or on copies of those forms, and (2) manually signed. The person signing a proposal must initial each erasure or change 

appearing on any proposal form.

(b) The proposal form may require offerors to submit proposed prices for one or more items on various bases, including--

(1) Lump sum price;

(2) Alternate prices;

(3) Units of construction; or

(4) Any combination of paragraphs (b)(1) through (b)(3) of this provision.

(c) If the solicitation requires submission of a proposal on all items, failure to do so may result in the proposal being rejected without further consideration. If a proposal on all items is not required, offerors should insert the words “no proposal” in the space provided for any item on which no price is submitted.

(d) Alternate proposals will not be considered unless this solicitation authorizes their submission.

(End of provision)

NOTICE OF WAGE DETERMINATION


Any contract awarded as a result of this solicitation will be subject to Wage Determination Number  AZ030001 dated 8/6/2004.  A copy of the current wage determination is attached to this solicitation.

WAGE DETERMINATION
General Decision Number: AZ030001 08/06/2004



   General Decision Number:  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h0" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h2" AZ030001 08/06/2004

   Superseded General Decision Number: AZ020001

   State:  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h1" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h3" Arizona
   Construction Types: Building

   Counties: Coconino, Maricopa, Mohave, Pima, Pinal and  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h2" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h4" Yuma
   Counties in  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h3" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h5" Arizona.

   BUILDING CONSTRUCTION PROJECTS (does not include residential

   construction consisting of single family homes and apartments

   up to and including 4 stories)

   Modification Number     Publication Date

               0             06/13/2003

               1             03/19/2004

               2             04/30/2004

               3             08/06/2004

   BRAZ0003-003 07/01/2003

   COCONINO, MARICOPA, MOHAVE,  PINAL (Area West and North of the

   San Francisco River to the Gila River), &  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h4" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h6" YUMA COUNTIES

                                     

Rates          Fringes

     Bricklayer - Cement Block Layer 
$22.00             3.91

   ----------------------------------------------------------------

   BRAZ0003-008 07/01/2002

   PIMA AND PINAL (Area East and South of the San Francisco River

   to the Gila River) COUNTIES

                                     

Rates          Fringes

     Bricklayer - Cement Block Layer 
$15.40             3.84

   ----------------------------------------------------------------

   CARP0408-001 07/01/2003

                                     

Rates          Fringes

     Carpenter......................

$20.00             4.42

   ----------------------------------------------------------------

   CARP1327-001 07/01/2003

                                     

Rates          Fringes

     Drywall Hanger.................

$15.05             3.20

   ----------------------------------------------------------------

   ELEC0570-003 12/01/2003

   PIMA, PINAL (Southern Part), AND  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h5" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h7" YUMA COUNTIES

                                     

Rates          Fringes

     Electrician/Wireman

        Zone 1......................

$19.15         14.4%+4.08

   ZONE DEFINITIONS:

   Zone 1:  0 to 29 miles radius from City Hall in Tucson.

   Zone 2:  Over 29 miles to 46 miles - add $1.25 to Zone 1

     rate.

   Zone 3:  Over 46 miles  - add $3.75 to Zone 1 rate.

   ----------------------------------------------------------------

   * ELEC0640-005 01/01/2004

   COCONINO, MARICOPA, and PINAL (Area North and West of the

   boundary line beginning at a point where Papago Indian

   Reservation Road No. 15 crosses the Pima-Pinal County line,

   then Northeasterly on Road No. 15 to the intersection with

   Highway FAS-267, extending North on FAS-267 to the intersection

   with Florence Canal, North & East on Florence Canal to the

   intersection of the line "Second Guide Meridian East" then

   North to the Maricopa-Pinal County Lines) COUNTIES

                                     

Rates          Fringes

     Electrician/Wireman............

$21.55             3%+5.22

   ----------------------------------------------------------------

   * ENGI0428-003 06/01/2004

                                     

Rates          Fringes

     Power Equipment Operator

        (2) Crane under 15 tons.....
$20.11             6.48

        (3) Crane,15 tons to 100

        tons........................

$21.19             6.48

        (4) Crane, 100 tons and over
$22.22             6.48

   ----------------------------------------------------------------

   IRON0075-002 08/01/2003

                                     

Rates          Fringes

     Ironworker, Structural

        Zone 1:..................…

$20.66            11.08
   Zone 1:  0 to 50 miles from City Hall in Phoenix or Tucson

   Zone 2:  050 to 100 miles - Add $1.50

   Zone 3:  100 to 150 miles - Add $2.75

   Zone 4:  150 miles and over - Add $4.00

   ----------------------------------------------------------------

   * LABO0383-005 06/01/2004

                                     

Rates          Fringes

     Laborer (Brick/Block Tender)...
$13.07             4.20

   ----------------------------------------------------------------

   PAIN0086-003 05/02/2001

                                     

Rates          Fringes

     Painter........................

$15.45             2.20

   ----------------------------------------------------------------

   * PAIN1610-001 07/01/2003

                                     

Rates          Fringes

     Glazier........................

$19.50             3.45+a

   FOOTNOTE:

     a.  Two weeks paid vacation after one year of service

   ----------------------------------------------------------------

   PLUM0469-003 07/01/2003

   COCONINO, MARICOPA, MOHAVE, AND  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h6" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h8" YUMA COUNTIES

                                     

Rates          Fringes

     Plumber/Pipefitter.............

$24.40            10.00

   ZONE DEFINITIONS FOR PIPEFITTERS, PLUMBERS, STEAMFITTERS

     ZONE 1: Area within a 20 mile radius of the center of the

     following  towns: Flagstaff, Holbrook, Kingman, Lake Havasu

     City, Prescott, Show Low, Springerville, St John's,

     Winslow, and  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h7" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h9" Yuma; and the area within a 40 mile radius of

     the center of Phoenix.

     ZONE 2: Area outside the above areas - Add $3.00 to Zone 1

     basic hourly rate.

   ----------------------------------------------------------------

   PLUM0741-003 07/01/2003

   PIMA AND PINAL COUNTIES

                                     

Rates          Fringes

     Plumber/Pipefitter.............

$21.42             9.59

   ----------------------------------------------------------------

   SHEE0359-002 08/01/2003

   PIMA and PINAL (South of the 33rd Parallel) COUNTIES

                                     

Rates          Fringes

     Sheet Metal Worker (Including

     HVAC)

        Zone 1......................

$20.79          3%+7.45

        Zone 2......................

$22.29          3%+7.45

   ZONE DEFINITIONS:

   Zone 1:  0 to 35 miles from the City Hall in Tucson

   Zone 2:  Over 35 miles from the City Hall in Tucson

   ----------------------------------------------------------------

   SHEE0359-003 07/01/2003

   COCONINO, MARICOPA, MOHAVE, PINAL (North of the 33rd Parallel),

   and  HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h8" 

 HYPERLINK "https://www.ceals.usace.army.mil/netacgi/nph-brs?s1=AZ&op1=and&s2=AZ030001&op2=and&s3=Yuma&op3=and&s4=&op4=and&SECT1=IMAGE&SECT6=HITOFF&co1=AND&co2=AND&co3=AND&co4=AND&SECT2=THESON&p=1&SECT3=PLURON&d=WAGE&l=20&u=/netahtml/" \l "h10" YUMA COUNTIES

                                     

Rates          Fringes

     Sheet Metal Worker (Including

     HVAC)..........................

$22.83          3%+9.09

   ----------------------------------------------------------------

    SUAZ2004-001 01/14/2004

                                     

Rates          Fringes

     Cement Mason/Finisher..........
$15.25             5.01

     Laborers

     Concrete Worker.............

$8.88               0.00

     Form Setter.................

$9.63               0.00

     General/Cleanup.............

$11.37             2.91

     Waterproofing...............

$12.59             0.00

     Plasterer......................

$15.00             0.00

     Power Equipment Operator

     Backhoe.....................

$14.78             0.00

     Sprinkler Fitter, Fire.........

$19.00             3.71

     Tile Finisher..................

$11.00             0.00

     Tile Setter....................

$14.98             0.00

   ----------------------------------------------------------------

   WELDERS - Receive rate prescribed for craft performing

   operation to which welding is incidental.

   ================================================================

   Unlisted classifications needed for work not included within

   the scope of the classifications listed may be added after

   award only as provided in the labor standards contract clauses

   (29CFR 5.5 (a) (1) (ii)).

   ----------------------------------------------------------------

   In the listing above, the "SU" designation means that rates

   listed under the identifier do not reflect collectively

   bargained wage and fringe benefit rates.  Other designations

   indicate unions whose rates have been determined to be

   prevailing.

   ----------------------------------------------------------------

                      WAGE DETERMINATION APPEALS PROCESS

   1.) Has there been an initial decision in the matter? This can

   be:

   *  an existing published wage determination

   *  a survey underlying a wage determination

   *  a Wage and Hour Division letter setting forth a position on

      a wage determination matter

   *  a conformance (additional classification and rate) ruling

   On survey related matters, initial contact, including requests

   for summaries of surveys, should be with the Wage and Hour

   Regional Office for the area in which the survey was conducted

   because those Regional Offices have responsibility for the

   Davis-Bacon survey program. If the response from this initial

   contact is not satisfactory, then the process described in 2.)

   and 3.) should be followed.

   With regard to any other matter not yet ripe for the formal

   process described here, initial contact should be with the

   Branch of Construction Wage Determinations.  Write to:

          Branch of Construction Wage Determinations

          Wage and Hour Division

          U.S. Department of Labor

          200 Constitution Avenue, N.W.

          Washington, DC 20210

   2.) If the answer to the question in 1.) is yes, then an

   interested party (those affected by the action) can request

   review and reconsideration from the Wage and Hour Administrator

   (See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:

          Wage and Hour Administrator

          U.S. Department of Labor

          200 Constitution Avenue, N.W.

          Washington, DC 20210

   The request should be accompanied by a full statement of the

   interested party's position and by any information (wage

   payment data, project description, area practice material,

   etc.) that the requestor considers relevant to the issue.

   3.) If the decision of the Administrator is not favorable, an

   interested party may appeal directly to the Administrative

   Review Board (formerly the Wage Appeals Board).  Write to:

          Administrative Review Board

          U.S. Department of Labor

          200 Constitution Avenue, N.W.

          Washington, DC 20210

   4.) All decisions by the Administrative Review Board are final.

   ================================================================

             END OF GENERAL DECISION

Section M - EVALUATION FACTORS FOR AWARD

EVALUATION
PROPOSED CONTRACT TYPE

The proposed contract type is Firm Fixed Price (FFP).   This type of contract was selected and is used because the risk involved with this type of work is minimal and costs can be predicted with an acceptable degree of certainty.  This contract type places upon the contractor maximum risk and full responsibility for all costs and resulting profit or loss.  It provides maximum incentive for the contractor to control costs and to perform effectively, and imposes a minimum administrative burden upon the contracting parties.  An award will be made based on price.  There are no evaluation factors included in this solicitation.  An award will be made based on price.   

