

  New, Forklift, 6000 Lb. Rated lift capability





Enclosed Heated Cab




    Performance Specifications


This forklift truck will be used in winter and summer, in cold windy conditions as well as moderate weather, indoors and outdoors on concrete and gravel surfaces as well as ice and snow. It shall be diesel engine driven and 4 wheel, (4 x 2) sit down type; front wheel drive and rear counter balance and steer, with enclosed/heated cab. It shall be a manufacturer’s production vehicle with the manufacturer’s production options specified. The exterior dimensions including cab and with lowered mast so forks are at least 8” off the ground, shall be no more than 86”in height and 52” in width.

Specifications:

Power Train:

1. Engine Type; diesel, 4 cylinder, liquid cooled

2. Minimum Horse Power; 50 HP

3. Minimum Torque Rating; 140 ft. pounds of torque

4. Air Filter Type; dry with replaceable elements and restriction indicator

5. Oil Filter Type; spin on 

6. Fuel Filter Type; spin on, in line or canister type

7. Cooling System; antifreeze, permanent type mixed to -60 below F.

8. Engine Block Heater; submersion or tank type 115V AC.

9. Starting Aid; glow plugs,( one per cylinder)

10. Spark Arrestor; installed on exhaust stack

Drive Train:

1. Transmission; hydraulic power shift, single speed, minimum

2. Minimum road speed; 10 mph. max. 15 mph

3. Front wheel drive; limited slip

4. Shift lever; hand operated on steering column

5. Declutch/Brake: pedal type, left of steering column

6. Service Brake Pedal; separate right side of column

7. Transmission filter; spin on type
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Brakes;

1. Service Brakes; hydraulic activated, oil cooled disc.

2. Parking Brake; adjustable hand operated independent of service brakes

Tires:

1. Front Drive; pneumatic, traction, minimum size, 28 x 12.50 x 15, 16 ply

2. Rear Steer; pneumatic, minimum size, 23 x 9.00 x 10, 10 ply

Chassis:

1. Four Wheel: truck type

2. Seating; center of vehicle

3. Frame; steel, non articulating

4. Steering; hydraulic power assist

5. Fuel Capacity; minimum 12 U.S. gal

6. Width; maximum 52”

7. Turning Radius; maximum radius of 93”, shorter radius is better

8. Static Line: a static discharge strip will be installed on chassis

Canopy:

1. FOPS; steel constructed overhead guard

2. Cab; metal constructed, fully insulated, with 2 hinged removable metal doors

3. Windshield/Windows; safety glass, good visibility front rear and both sides

4. Doors; shall be lockable 

5. Door Windows; at least one window per door will open , slide or hinge

6. Operator Seat Belt; installed

7. Wipers; front windshield and rear window

8. Washer; front windshield

9. Heater; a 15,000 BTU, coolant type, 2 speed, separately switch

10. Defroster; two speed cab mounted adjustable fan, separately switch

11. Mirrors; rear view, one on each side of vehicle

12. Engine Comp Cowl; metal, insulated, hinged with latch for easy maintenance access
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Instruments and Controls

1. Gauges: all engine and transmission gauges shall be shown in, psi, Fahrenheit

2. Hour Meter; engine running time

3. Warning Indicators; visual-low eng. oil press, high eng. coolant temp, high transmission temp, low voltage as a minimum. Gauges preferred.

4. Fuel Gauge; dash mounted and illuminated 

5. Horn; button on steering wheel, audible from 50 feet

6. All indicators shall be clearly visual from the operators seat

Electrical: 


1. Electrical System; 12v DC, negative ground

2. Battery; lead acid, maintenance free, 900 CCA, minimum

3. Charging System; alternator, minimum of 70 amp charging rate

4. Back-up Alarm; audible, activated when vehicle is in reverse

5. Lighting; front, 2 ea, 50 watt, halogen, one on each side of mast

6. Lighting; rear, 1 ea, 50 watt halogen mounted on rear of cab

7. Dome Light; mounted inside cab, on separate switch

8. Brake Light; pedal activated mounted on rear of vehicle

9. Beacon: flashing yellow beacon on separate switch

Mast:

1. O.E.M. mast/ I.S.O. rated class III

2. 3 Stage, triple mast, wide & full view

3. Load Capacity; 6000 LBS. at 24” load center

4. Fork Height; mast fully extended minimum 127”

5. Mast Height; with forks 8” off ground maximum 86”

6. Mast Tilt Limiter; installed

7. Hydraulic System; enclosed, with 10 micron spin on filter

Forks:

1. Adjustable; full lateral slide to 48” minimum, with tine locks

2. Backrest: I.S.O. class III, minimum 48” wide x 47” high

3. Side Shift; hydraulic side shift with minimum total shift of 6”

4. Fork Length; 41”minimum to 45” maximum

5. Fork Width; minimum 4.5”, maximum 5”
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Miscellaneous:

1. Paint; manufacturers yellow and black

2. Publications and Manuals; 2 ea operators hand book, 2 ea ,shop/repair manuals and parts books

3. Warranty; 1 year full warranty minimum

4. Power Train Warranty; 2 year power train warranty





5. Manufacturer’s Dealer; must have an authorized dealer in the state of Alaska, for parts and service

6. Vehicle must be delivered to Ft. Greely, Alaska

